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ABSTRACT

The ignition response to convective heating of a series of ammonium

perchlorate-basud composite propellants was determined. Surface-hept

fluxes in the range of 2-50 cal/(cm)2 (sec) were employed at pressures

of 2-10 atmospheres of nitrogen or helium. Ignition times were deter-

mined by use of photoconductive detectors which indicated the appear-

ance of first flame in the dark ronvective heating euvironment. The

light signal was shown to correspond in time to the rapid rise of sur-

face temperature measured by means of infrared radiation from the surface.

An electrically heated, pressurized furnace was constructed to sup-

ply hot gases to heat the propellant samples. The hot gases flowed from

the furnace into a 0.2- x 0.4-inch rectangular channel. Razor cut pro-

pellant samples formed part of one of the 0.4-inch surfaces of the
4

-hannel- and a quartz window, through which the sample was viewed, formed

the opposing wall. The flow rate of the hot gas in the channel was 4eter-

mined by the aperture of a small nozzle placed on the outlet end of the

flow channel. Flow through the channrl was started by bursting a frangible

diaphragm which covered the nozzle. Gas temperatures from 600-13500 C, at

flow-Mach numbers from 0.02-0.29, were cmployed to yield reproducible igni-

tion times from .02 to 20 seconds u "der essentially constant pressure

conditions.

A satisfactory characterization of thk transient heat-transfer pro-

cess in the apparatus was found to be a difficuit end most critical part

of the study. An unsuccessful attempt to characterize the heat-transfer

x
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rates, from the hot gas to the propellant, was made by the use of conven-

tional heat-flux gages to obtain heat-transfer data. When surface tempera-

ture histories of propellant-like materials were measured by use of infra-

red radiation measurements, it was found that the apparent heat-transfer

coefficients decreased as the surface temperature rose. Possibly, non-

uniform gas-flow occurred in the assymetrically coold channel with

propellant on one side and the quartz window on the opposite side. When

a heat-transfer characterization was developed which accounted for the

change in the heat-transfer coefficients, it wa.s possible to obtain mean-

ingful interpretation of the ignition data.

The ignition times could be correlated as a function of the mean

surface-heat flux; and, except for their measured effect on the heat-

* transfer rates, no effect of gas velocity, pressure, or gas composition

on tne ignition times was noted. Changes in surface texture resulting

from the use of various sizes of oxidizer particles showed no significant

effect on ignition times for the range of heating times employed in these

tests.

Close agreement was found between ignition data derived from these

tests when a gas temperature of 750'C was used and previously reported data

from the thermal radiation heating of the same propellants. When convec-

tive heating-gas temperatures above 1000*C were used, it was found that the

ignition times were about 80 per cent of the values observed at the same

mean-heat flux for radiative heating and for tests at lower gas tempera-

tures. In all cases, it was possible to represent the ignition data in

teras of a thermal ignition model which considers a single, exothermic,

Arrhenius type surface reaction. The indicated activation energy for this

xi



reaction is 25-30 kcal/gm mole under all conditions; however, the pre-

exponential factor is higher by a factor of five when the higher tempera-

ture convective heating gases were employed than under other conditions.

It is postulated that reactions in the thin high-temperature boundary

layer yield additional energy or reactive species which feed energy back

to the surface. Since the activation energy is unchanged, it is presumed

that the decomposition reaction of the ammonium perchlorate limits the

initial reactive species.

xii
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Solid-propellant rockets have been much used by the military services

as tactical weapons and as ballistic missiles and for many special appli-

cations in the exploration of space. For each specific rocket developed,

a propellant-ignition system has to be designed, and as performance and

reliability requirements are increased, the demands on the igniter,design

engineer become greater. The design is subject, not only to constraints

from cost ard reliability considerations, but because of the desire to

subject complex instrumentation and the propellant itself to predicted

physical disturbances. Existing correlations must bc improved and new

correlations developed, and there is a need for a fundamental basis for

rating igniter performances. As in the past, major improverents in de-

sign techniques will be developed as the result of empirical testing;

however, fundamental information concerning the nature of the various

processes which occur during ignition of a solid-propellant-rocket engine

is essential to guide such tests. Eventually, when the processes involved

in motor ignition are well understood, it may be possible to optimize

the igniter design as part of the whole missile system.

The process of ignition of a solid-propellant motor may be divided

into four aspects: (1) the characteristics of the igniter as a source of

chamber-pressurizing gas and of energy transfer to the propellant surface;

(2) the response of the p -Dellant to the environment generated by the

igniter; (3) the spread of the flame over the propellant surface; and (4)

the pressurization of the rocket chamber to a steady-state condition. The

relative importance of each step depends on the size and geometry of the

motor. In a small motor, step (2) may be of prime importance; while, for

a very large motor, step (3) may be most significant. The igniter per-

"rrf,.noq..-~-
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formance and the chamber-filling processes are closely coupled, and both

are always imporLant.

Igniter performance has been studied by several investigators [2, 12,

13, 25]. Keller [25] studied the effect on propellant ignition of

environmental factors such as; (j) the type of convective gas employed,

(2) the velocity of convective gas across the propellant surface, and

(3) the magnitude of externally-',pplied heat flux. Allan and Bastress

[2] correlated-experimental data with a theoretical model to predict

heat transfer from igniter products to solid-propellant surfaces for

head-and ignition systems.

The filling and pressurization of the rocket chamber is basical':

a mass and energy-balance problem. Adams (1] reports the ability to pre-

dict the effect of igniter-mass-discharge rate on the chamber-pressure

transients by solving, numerically, the governing equations for the igni-

tion element, motor chamber, and motor discharge.

The spread of flame over the propellant surface has been studied in

several laboratories [24, 31, 36, 53]. The results of this study are

difficult to generalize, since this process is related to the propellant

response, the rocket-chamber conditions ai.d the aerodynamic processes in

the chamber. Lukenas, et al. [31) reports conditions under which the

completion of flame spreading takes place after fifty per cent of the

equilibrium-chamber pressure had been reached which indicates a need to

consider a coupling of the two steps. If the igniter characteristics are

well known, completion of flame spreading can be estimated from plots of

chamber pressure versus time.

Since all the processes are coupled to tte propellant response, this

step is, perhaps, most important and is the process considered here. Good

* C.~l~.Ctr..~o -
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experimental results may be obtained in laboratory tests, and these data

can be correlated to lead to formal theories. Since the motivation for

an interpretation of much of the experimental-ignition-response data is

related to proposed ignition theories, a brief review of current theories

is necessary for a discussion of prior experimental tests,

The controlling mechanism for the ignition of solid propellants is

not thorougbly understood. There is a basic disagreement among the var-

ious investigators concerning the site of the precursor-exothermic-energy

release which leads to steady burning of the propellant. There are three

possible sites: (1) in the condensed phase, (2) at the surface, or (3)

within the gas phase with energy feed back to the surface; thus, there

are three separate-theoretical models. The first model proposed was due

to Hicks '0] and considers bulk-phase reactions to be of prime importance.

If the reaction occurs at or very near the surface and the rate of the

reactions is controlled by surface temperature, the model proposed by Baer

and Ryan [8] may apply; and, if a hypergolic gas is present, a heterogen-

eous reaction, as proposed by Anderson and Brown [3, 5] will take place.

If an oxidizing atmosphere exists, gas-phase reaction may take place be-

tween the gas and vaporized propellant as proposed by Summerfield and

Mc Alevy [35]. These models and the critical assumptions required of each

are summarized and discussed by Price, et at. [45].

It is desirable to formulate correlations which can describe propel-

lant response for a wide range of igniter fli'Les and environmental condi-

tions. A great deal of effort has been direc'ed to obtaining experimental

data for such correlations. Tests have been made employing conductive,

radiative, and convective modes of energy transpott in neutral -.id reactive
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environments at various pressures.

Conductive-heat-transfer methods were used in "hot wire" and "hot

plate"' propellant-ignition tests [4, 23, 27, 34, 39, 40]. Although the

results of such tests are normally reproducible, interpretation of the

data is difficult because of problems in accounting for pressure and gasi-

fication effect3.

Radiant energy has been employed a reat deal to ignite propellant

samples. Thermal-radiation furnaces [7, 8, 39, 40, 49] have been used,

and arc-image furnaces [11, 15, 18, 21, 46, 48, 52], in which high heat

fluxes can be obtained almost independent of environmental conditions,

have become almost a standard-test device. In the arc-image furnace, the

applied heat fluxes may suddenly be applied ani removed by a shutter to

generate "go-no-go" ignition data. The main disadvantage for the arc-

image furnace is that the gas phase adjacent to the propellant surface is

cold; and, if gas-phase processes are critical, application of arc-image

fiurnace data to the prediction of propellant response to a practical igni-

ter output would be most difficult. Also, pyrolysis from the propellant

surface may absorb some of the incident radiation; or, if the surface is

swept clean by gas flow, convective-heat losses from the sample surface

will arise. Padiation absorption in depth can severely alter the depen-

dence of ign'L,.ion time on the external-heat-flux density which is an

effect not likely to be of importance for convective.-heat fluxes [43].

Although practical igniters produce radiative and conductive-energy

transfer from igniter products to the propellant surface; normally, the

majority of the energy is transferred by a convective process. Most

theories postulate the propellant response to be independent of the mode

-Iv
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of energy transport. However, this assumption must be investigated by

comparing experimental results of propellant response where similar energy

fluxes are transmitted by the two modes. In order to make this compari-

son, we must have experimental data in which convective methods were

employed.

The Department of Chemical Engineering at the University of Utah

has utilized a shock tube apparatus as an energy source of hot gas to

convectively heat solid propellants (7, 25, 37]. In the shock tube, a

diaphragm separates the pressurized-driver gas from the driven gas. When

the diaphragm is punctured, an incident-shock wave moves through the un-

disturbed gas in the driven end of the tube. The incident--shock wave is

reflected at tha closed end of the tube and moves back through the gas,

causing it to be stagnated, compressed, and heated. If initial condi-

tions of pressure, temperature, and composition in the shock tube are

carefully controlled, this hot, high-pressure gas behind the reflected

wave can be tapped and allowed to flow through a test section past a pro-

pellant sample to produce ignition.

The major attributes of the shock tube are its ability to produce

hot gases for ignition tests in a matter of microseconds, and to heat a

variety of gases of diverse chemical compositions. However, in the shock

tube, the available test time is limited. In Keller's work [25], a maxi-

mum heating time of 40 milliseconds was reported.

Keller [25] concluded that the slow process in ignition, after the

heating of the propellant surface to its thermal-ignition temperature,

was the rate of decomposition of the ammonium perchlorate used as an oxi-

dizer in his propellants. He also states that the ignition time for a
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Kgiven propellant is a function only of the applied-energy flux, the ini-

tial-propellant temperature, and the kinetics of the key-ignition reac-

tion. If the parameters are made dimensionless to account for different

propellant-thermophysical properties and for differenc values of the pre-

exponential factor used in an Arrhenius-type equation describing energy

flux to the surface from the key-ignit.on reaction, the ignition time and

external-flux relationship is adequately described. In fact, Keller was

able to correlate the experimental data for convective-heat fluxes in the

range of 20 to 160 cal/(cm)2 (sec) with data where a radiant-energy source

was used in the heat-flux range of 1 to 13 cal/(cm) 2 (sec) [7]. This cor-

respondence occurred only for the conditions in which the ga3 velocity

across the propellant surface was quite high or where the propellant sur-

face was relatively smooth.

Keller concluded that the environmental conditions of the gas, the

temperature, linear velocity, and oxidizing species, affected only secon-

dary-ignition reactions for rough-surfaced propellants, and that these

secondary-ignition reactions augmented the heat flux externally applied to

the propellant surface.

Bastress and Niessen [10, 42] used the combustion products of C0-0 2-

N2 and H2-02 mixtures as energy sources for convectively heating solid

propellants with fluxes of 20 to 200 cal/(cm) 2(sec). Variations in energy

flux were attained by altering the pressure, the composition, and velo-

city of the combustion products. Energy fluxes were varied during an

ignition test by use of a variable-area-nozzle device controlling the gas-

flow rate over the propellant surface. The effect of test-chamber con-

figurat')n on propellant-ignition times was studied. Also, ignition tests

~ . .
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were made where different materials such as brass, quartz, and prvpellant

were positioned upstream from the sample.

Niessen and Bastress [42] concluded that effects of gas pressure on

ignition time were small compared with the effect of the energy-flux level

for convectively-applied fluxes. Furthermore, the ignition temperatures

calculated for constant and variable flux conditions were in good agree-

ment, thus enabling the conclusion that the constant-flux data may be

used for the development of igniter-performance requirements.

Bastress, et aZ. [10], reported that under test conditions where the

propellant sample width was less than that of the test chamber, ignition

times were reduced when the chamber width was reduced. It was postulated

that this effect was the result of a difference in the mass concentration

of propellant decomposition products in the boundary layer. Bastress also

observed that the use of an inert approach surface upstream from the pro-

pellant sample resulted in ignition times greater than those measured

With propellant as the approach material. Propellant samples one- to two

inches long in the direction of gas flow ignited away from the leading

edge of the sample. An increase in gas-flow velocity also increased the

ignition time of the propellant sample; but this effect was reduced when

the approach surface consisted of propellant.

The results of the efforts of Keller and of Bastress and Niesse

indicated a need for additional work in the area of propellant response

to convective heat flows. The use of the shock tube as an energy source is

time-limited because of the onrush of cold gas. Also, unless the driven

end of the tube is evacuated to a low pressure, the operating conditions

for tests are at relatively high pressures. In the use of combustion products
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it is difficult to accurately measure the temperature of the hot gases, and

therefore, it is most difficult to separate gas-temperature effects on ig-

nition time from heat-flux effects.

There is a need for a good comparison between experimental-ignition

data where both convective and radiative modes of heat transfer were used

separately. Good experimental data, where low-convective-heat fluxes are

employed, should be obtained in such a manner that effects of test-gas

temperature, pressure, velocity, and composition and, also, propellant-

eurface roughness, can be separated from the effects of heat fluxes

externally applied to the propellant surface.

The primary objectives of this study were:

(1) To obtain ignition data for ammonium perchlorate-based propel-

lants, convectively heated at rates of 2 to 50 cal/(cm) 2 (sec), and to

compare these data with existing experimental results in which radiant-

energy-heating rates of 2 to 13 cal/(cm)2 (sec) were employed.3

(2) To study the effect of surface roughness on propellant-ignition

response at lower heat fluxes and longer ignition times than those employed

by Keller, and to compare these results with those reported where heat

fluxes of 20 to 120 cal/(cm)2 (sec) were employed.

(3) To overlap and extend the work of Keller 125] to longer ignition

times, 0.0146 to 20.0 seconds, in order that a wide range of experimental

results may be evaluated for the theoretical correlations.

(4) To investigate the phenomena reported by Bastress, et al. [10]

concerning the position at which ignition occurred when long samples are

used, and to explain this process.

In order to complete these objectives, it was necessary to construct
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an apparatus capable of convectively heating with a variety of gas compo-

sitions, igniting the propellant, and measuring ignition times for heat

fluxes from 2 to 50 cal/(cm)2 (sec). The apparatus constructed was to be

suitable for measuring ignition times for ammonium perchlorate-based pro-

pellants at gas temperatures from 500 to 1500°C, pressure from 2.5 to 8

atm, and at various gas-flow rates.

Early experimental results, in which this convective-flux furnace

was employed for igniting double-based and compusite propellants, have

been reported in References [281 and [47]. It was apparent from these

results that a more thorough study of the heat-transfer processes would

be necessary, and a major fraction of the effort reported here was to

develop a reliable heat-transfer characterization.

As a subsidiary investigation, the infrared detection aystem, em-

ployed previously by Keller [27], was used to measure-propellant-surface

temperatures during ignition tests. This system was also used to measure

the surface temperature of several polymeric-fuel binders during rapid

beating.

The next chapter, "Apparatus and Procedure," describes in detail the

convective-heat-flux furnace, the test section, infrared surface-tempera-

ture measuring system, as well as the sample preparation and procedure of

the ignition tests. A discussion of the theoretical concepts involved and

the development of the scheme of interpretation for thase experimental data

is then presented. The kppendices contain sections on tie calibration ola

the critical-flow-control orifices, on furnace-gas-temperature measurements,

and a detailed section on the heat-transfer study. Tables of the propellant

ingredients and thermophysical properties of ignition and heat-transfer data

are collected in Appendix E.

[ - ____ - - - r.-, m w.-
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A. CONVECTIVE HEAT FLUX FURNACE

The hot gases used for the propellant ignition studies were generated

by an e lectrically heated furnace which is shown pictorially in Figure 1

and in a cross-sectional sketch in Figure 2. Tnis furnace maintained a

4.6 cubic-foot volume of nitrogen at pressures of 8 atm and temperatures

up to 13500C. The walls were insulated with porous insulating fire-

brick. The furnace temperature was kept within ± 10C of the desired

value by a controller whose input signal came from a platinum-platinum-

rhodium (13 per cent) thermocouple located in the furnace center. The

thermocouple temperature was periodically checked by use of a calibrated

optical pyrometer. A half-inch nickel tube delivered hot gas from the

center of the furnace, through the wall, to a test section which was

bolted to the furnace shell.

The test section, shown in Figure 3, ;:ontained a four-inch long

channel of 0.2- by 0.4-inch cross section. Exchangeable critical-flow-

control orifices were fastened to the outlet end of the channel. In all,

seven different sized orifices were used, and the procedure for the cali-

bration is discussed in Appendix A. Gas-flow rates through the flow

channel were varied from 0.941 to 45.9 gm/(cm)2 (sec). Table IV shows the

gab-flow rates and Mach numbers in the test section for the different

orifices when flow occurred with furnace pressures of 2.9 atm and 7.7 atm,

and standard temperatures of 760, 1000, and 1300*C. The pressure in the

test section was measured by the Statham PG 401 or a Kistlee Model 401

pressure transducer, and the transducer output was recorded by photo-

graphing the oscilloscope screen upon which the pressure signal was displayed.

- i
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Propellant cast in the sample holders were mounted in the test sec-

tion (Figure 3) so that the propellant surface formed part of the 0.4-

inch wide channel wall. A quartz window, through which the sample could

be obsexved, was installed opposite the propellant. The inlet region of

the flow channel, which was upstream of the propellant sample, was con-

structed of fired pyrophylite.

A removable rectangular orifice, slightly smaller than the test

section channel, was inserted just ahead of the inlet of the test section

to insure a turbulent boundary layer across the propellant surface.

A st':.!id-driven needle was used to rupture a friable diaphragm

positioned across the downstream end of the test section. Disintegration

of the diaphragm initiated the flow of hot gas past the sample surface.

The first light of ignition was detected by an IP40 photocell, and the

photocell output was displayed and photographed on the screen of a Tek-

trordix Model 502 oscilloscope. The oscilloscope sweep was triggered

simultaneously with activation of the solenoid-driven needle which rup-

tured the diaphragm.

B. PROPELLANT SAMPLE PREPARATION

The propellant and polymer fuel binders used in this study were mixed

in the Department of Chemical Engineering at the University of Utah.

Tables I and II show the composition and properties of the various propel-

lants and fuel binders used.

Polymer and propellant mixtures containing Philblack E, a carbon

black added to reduce the transmissivity of the polymers, were blended for
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15 minutes in an Osterizer and then extruded through a small batch homo-

genizer. The polymers were cast directly into sample holders and then

were held under a vacuum for an hour before curing. Propellants and poly-

mers containing glass beads were mixed in a laboratory-sized sigma blade

mixer under 0.7 psia of air pressure for forty minutes. The mixed pro-

pellants and glass-filled polymers were placed into sample holders, which

were intentionally overfilled, and then the surfaces of the samples were

tamped while under vacuum. All the samples were then cured at 80*C for

seven days.

Sample holders, shown in Figure 4, were constructed of mild steel

and contained cylindrically-shaped pieces of propellant about 1 cm in dia-

meter and 1 cm deep. In some tests, propellat.c sampleswhich were 1.9 cm

long, measured in the direction of gas flow, were prepared by casting into

special holders (also shown in Figure 4). in all cases, the maximum pro-

pellant width was about 0.015 cm less than the test-section channel width. .4

C. IGNITION TEST PROCEDURE

Prior to each ignition test, a sample was prepared by cutting away

the excess propellant with a new razor blade to give a smooth, flat sur-

face. The sample was then fitted into the test section so that the propel-

lant formed part of the channel wall.

A cellulose-acetate diaphragm was positioned on the test section;

and during pressurization, cold gas was allowed to enter the test section

at a pressure equal to that in the furnace, thus,protecting the sample

from hot furnace gas. The flow of the hot gas was initiated by rupturing

the diaphragm with a solenoid-driven needle nd the oscilloscope was

I
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triggered. Photocell and pressure transducer outputs were ptLuLgraphrd

on the oscilloscope. A typical oscilloscope record is shown in Figure 5.

The rupturing of the diaphragm is indicated by the sudden drop in pressure;

and the first flame of ignition is detected by the suddt.n rise in the IP40

photocell output.

Long propellant samples were ignited in a test section which was

fitted with an observation window equal in length to the sample. During

these ignition tests, a Fastax Motion Picture Camera was used to photo-

graph the propellant surface through the window at a framing rate of 2000

per second; and the position of the first visible flame of ignition and the

nature of the flame spread were observed.

D. INFRARED DETECTION SYSTEM

An infrared-detection system was constructed to record surface temper-

ature histories of convectively-heated propellant samples, simulated pro-

pellants, and polymer fuel binders. The center portion of the heated

surface was focused on to the sensitive element of an infrared dete'tor

by a Cassegraine system (Figure 6) through an Irtran 2 window mounted in

the test section in the position normally occupied by the quartz window.

The Cassegraine system contained only first surface mirrors. The Philco

Model GPC-201A gold-doped-germanium photoconductive detector was filled

with liquid nitrogen and the gas was evacuated to obtain a temperature

near 63*K, the nitrogen triple point. The change in detectivity per unit

change in temperature at 63'K is much less than at 77*K, the normal boil-

ing point of nitrogen, and the lowered tenperature was employed to produce

I



20

Pressure Scale: +0.825 Time Scale: 0.02 sec/div
Propellant: UA Orifice Num~ber: 3
Gas Temperature: 1303% Initial Pressure: 7.7 atm

Pressure Scale: -0.403 atm/div Time Scale 0.1 sec/div
Propellant: UA Orifice Number: 12
Gas Temperature: 758% Initial Press: 7.7 atr.

FIGURE 5. TYPICAL OSCILLOSCOPE RECORDS OF IGNITION TESTS

The time sweep is from left t~o right and the press~ure trace
starts on the lowe~r left of each picture. The jump in pres-
sure indicates the bursting of the diaphragm. The esaentially
horizontal trace is the output from the photocell observing the
propellant surface. The steep rise indicates the propellant
ignition.
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a more stable operating condition. At 63*K, and for wave- lengths in the

range of 2 to 10 microns, the gold-doped-germanium detector has a detec-

tivity of about 1.05 x 1010 cm/watt.

An electrical circuit was constructed (Figure 7) to enable the in-

frared detector output to be displayed on a Tektronix Model 502 oscil-

loscope. The voltage to the oscilloscope from the detector circuit was

suppressed by an adjustable counter-potential so that at the start of

each test, the displayed voltage was zero with a current of 25 p amps

through the detector. Calibration of the infrared-detection system,

by use of an electrically-heated copper disc motmted i- the sample posi-

tion, is discussed in detail in Appendix D.

E. POLYMER DECOMPOSITION TEST PROCEDURE

Polymer fuel binders were subjected to rapid heating in a manner

similar to the ignition teet samples. The infrared-detection system was

employed to monitor the surface temperature of the polymeroduiing the

heating. The detector output in millivolts was displayed and photographed

on the screen of an oscilloscope. Appendix D contains details of the pro-

cedure used to convert detector output in millivolts to surface temperature

in degrees centiarade.

F. HEAT TRANSFER TEST PROCEDURE

Two methods were used to characterize the heat-transfer processes of

the convective-heat-flux furnace. Tests were made in which platinum-film-

resistant-thermometer heat-flux gages replaced propellant samples in the

test section. Appendix C contains a discussion on the construction,
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calibration, and use of the heat-flux gage to obtain heat-transfer coef-

ficients. The infrared-detection system was employed tc measure surface

temperatures of simulated propellant subjected to rapid heating and these

data were also used to characterize the heat-transfer rates in the appar-

atus, Appendix D contains a detailed development of the calibration and

use of the infrared-detection system in this study.
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A. IGNITION'MODEL

The analysis of the ignition data obtained in this study [s most con-

veniently presented by reference to the "simple thermal-ignition model" for

composite propellants proposed by Baer and Ryan [ 8 ]. This model has

been found to adequately correlate data from a thermal-radiation iur-

nace [ 8 ] and from high- convective-flux-ignition tests in a shock tube

[251, and, thus, differences between results obtained in this study and pre-

diccaiLn of this model are also differences with prior experimental

results for the same propellants.

Phyiically, this model envisions the propellant as a constant'ther-

mal property, semi-infinite solid subjected to a surface-heat flux. A

single Arrhenius type reaction controls the transition from ignition to

burning. The site of the reaction was postulated to be at or near the

propellant surfdce; and it was found tha when the energy released by the

reaction reached rates comparable to that of the externally-applied energy,

a runaway" reaction occurred. Since the model describes ignition in

terms of propellant temperatures, it is by definition a "thermal-ignition

model." Figure 8 illustrates the type of propellant-surface-temperature

hi.tory expected. MathemaLically, the model was described by the follow-

ing partial-differential equation:

aT 32T

• (i)

The boundary conditions are, when

x - 0, Ft(O,t) -k T Ea/RTx=O= F s(~ ) -t - F + Be - , (2)

x = +P, T(t) = T for all t, and

t 0 0, T(x) = T for all x;0
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here

T is the temperature;

t is the time;

F tis the total energy flux at the surface;

it

F ais the exte'-nally applied energy flux;

m5

E is the activation energy of the rate-controlling-surface reaction;;a

R is the universal-gas constant; and

B is the product of the frequency factor, Z, and the ercrgy release

at the surface per unit area, Q..

Numerical solution3 to Equation (1) were obtained for various assumed

values of the parameters, FS, B, Ea , To, and the thermal properties to

a

- yield ignition times as a function of these parameters and the external

flux. ( 9]. The parameters of this ignition model have physical signifi-I cance, and have been determined by "best fit" to prior ignition data for

the propellants considered in this study. The model predicts that ex-

perimental data should yield a straight line as a log-log plot of the

m

square root of ignition time, t i , versus the mean-surface-heat flux, F

!5

The slope of this line is related to the activation energy of the rate-

conitrolling surface reaction by

RT

a

The chatacterization of the propellant-ignition data in tvcms of t and

suggests a convenient means by which most experimental data may be com-

pared for all modes of energy transport. In the cases of the arc-image

and radiation furnaces, the mean-urface-heat flux is very nearly coubtant
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throughout the period of heating and the mean-heat flux is easily eval-

uated. However, when convective heating is employed, the heat flux

varies during the test; and a mean-heat flux must be defined.

The required definition of the mean-heat flux is obLdined by the

use of the linear-ignition temperature, which is found to be a con-

venient correlating parameter. The linear-ignition temperature is cal-

culated to be the surface temperature of the propellant at the ignition

time if the propellant had acted as a passive solid. For constant-flux

F heating from an initial-uniform temperature, the linear ignition tem-

Lperature, T is found from the well known relationship [14]
si

TL - T 2F r 1ff (4)Tsi -o s

where T is the initial temperature and
0

In the case of heating through a constant convective heat-transfer coef-

ficient, h, from a gas at TG,

L N2
Ti -T (TG -T)(l e erfc N) (5)

where

hr2

! hti

F

The mean-heat flux 's now defined as that constant-heat flux which would

bring the propellant-surface temperature to the linear-ignition tempera-

ture in the ignition time. The linear-ignition temperature is calculated

by whatever analytical representation most closely approximates the experi-

mental-heating conditions, and the ignition time is determined from experi-

mental data. Proof that such a definition is meaningful requires the

arsumption of the validity of an ignition model. The range



30

of validity of this definition for the "simple thermal-ignition model"

has been obtained. Numerical solutions to Equation (1) with the surface

boundary condition of

E /RT
FT (0,t) - k- h(T T + B (6)
T ax h(G a T)

were obtained to give ignition times as a function of h and TG .

The linear-ignition temperature was then obtained by use of Equation (5)

and the mean-heat flux was calculated from Equation (4) in the for*

CTL
(TSi L - T)

F a i 0 /Tt (7)
2 2f

where the ignition time, ti, was from the numerical calculations. A

comparison between ignition times calculated on the basis of a constant-

surface flux to the ignition times calculated for constant h and TG, but

correlated in terms of the defined mean-heat flux, gives the criterion

for evaluation of the usefulness of this mean-heat flux. Figure 9 shows

such a comparison. Calculated-ignition times correlated in terms of a

true constant flux and the mean-heat flux are found to be identical for

all ignition times of interest, except when the gas temperature is lower

than the surface temperature at which the "runaway" surface reaction

occurs. In such a case, the energy is actually transferred from the

surface of the solid to the gas during the later stages of the process.

In the propellants tested and for the ignition times of interest in this

study, thi effect of gas temperature is not predicted since the mini-

mum temperature employed was 750C and a significant effect should be

noted only for gas temperatures less th'in 400-500°C. The mean-heat flux,
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as defined above, should be an adequate correlation parameter if the

"simple theri-l-ignition model" is valid. Other possible time-flux rela-

tionships have been considered, and the mean-heat flux is found to be

valid in all cases considered [161. Likely, this defined mean flux is a

general-correlation parameter for all reasonable conditions.

B. EXPERIMENTAL DATA

Experimental-ignition data of double base and compoalte propellants

were obtained by use of the convective-ignition apparatus and are reported

in References (28) and [47]. In this preliminary work, heat-transfer tests

were made in which pyrex heat-flux gages were employed, and truly meaning-

ful values of the heat-transfer coefficient were not obtained. Reproduci-

bility and consisteicy of the results were less than adequate for the

purposes of the ztnidy. The heat-flux gages, mounted in the propellant

position, were located in the inlet flow region of the test section; and

it was suspected that an irregular transition from a laminar to a turbu-

lent-boundary layer occurred during flow across the gage surface. Also,

it was observed that the heat-transfer coefficients, h, dropped about

25 per cent during the period of a test, It was not known whether this

effect was real or was related to unknown property changes of the pyrex

gages since, during these tests, the surface of the pyrex gage reached

temperatures much greater than the maximum temperature employed in charac-

terizing the gages. This is discussed further in Appendix C.

The ignition data obtained in this prior study [28] [47] reflected

the uncertainties in the heat-transfer characterizatJon. Although the
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ignicion times were about those observed for t- propellants in other

test devies, under supposedly comparable conditions, it was difficult to

draw firm conLiusions concerning the observed convective-ignition results

and prior data and interpretations. Since the later heat-transfer study

lead to significant modification of the apparatus, it was necessary to

obtain new ignition data for the several propellants originally investigated.

Based upon this earlier experience, the convective ignition appara-

tus was improved prior to further ignition tests. In order to insure that

the boundary Layer across the propellant sample was always turbulent, a

sharp-edged orifice was placed upstream from the sample to trigger the

transition. FDr the new heat-transfer study, the pyrex beat-flux gages

were replaced by an alumina gage whose surface tenperature always remained

in the range of its calibration. Nitrogen temperatures of 1000C and

1300*C and pressures of 2.9 and 1.7 atm were used in this heat-transfer

study; and the heat-tran-fer coefficients were found to be constant

during the test.

F-guze 10 is a correlation of the heat-transfer coefficients, h, with

the mass flow rates of the hot gas, G, obtained when using the turbulence

txip and an alumina gage. A temperature term, T , equal to 1273*K divided

by Lhe gas temperature in degrees Kelvin, was multiplied by h values in

order tc make an approximate temperature correction for the variation in

gas thermophysical propetties (see Reference [251). The data were well

represented by a straight line of slope C.683 and the fol]owing equation.

h(r ) °  0.00251 (G)0 . 6 8 i (8)

where h is in cal/(sec)(cm) 2 and G in gm/(sec)(cm) 2 .

,4t~t41V
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A hea-transfex study was also conducted with helium gas as the media

at temperatores ot 750'C and 100CC, and pressures of 2.9 and 7.7 atm.

Heat I:sses fror the elestrically heated furnace limited the maximum-helium

temperature to 1000C. Heat-transfer Defficients were again plotted, on

log-iog coordinates, as a function of the mass-flow rates of the gas (see

Figure 11). The equation of the line representing these data is:

h(T )0 3 - 0.0114(G)0- 9 v (9)

The thermal conductivity of helium is about five times greater than for

nitrogen For this reason, when using a specific-gas temperaLure, the

helian will give higher heat fluxes than the nitrogen. By use of this

ff tact, the fluxes could be extended from arcund 30 cal/(cm) 2'sec) with

nitrogen at 1300'C to 50 cal/k:m)2 (sec) with helium at 1000'C.

The heat-transfer coefficients calculated from the heat-transfer

data tor both nicrogen and helium atmospheres were represented in Figure

12 by a dimensionless log-log plot of Nu/Pr 0. versus Re, where Nu is the

Nusselt number, Pr is the Prandtl number, znd Re is the Reynolds number.

The slope of the line best representing these data was 0.695. For compari-

son, the Dittus-Boelter equation [17j, which is applicable to steady-state

turbulent tlow, is also shown in Figure 124 Since the alumina gage was

pcsitioned in the inlet-flow region of the test section, and the thermal

boundary layer was de':=i ng during tests, it is not anticipated that the

data would agree well with the steady-state correlatio.,. The plot of

Nu/Pr 0  versus Re coirelate the experimental data extreiely well, however,

it inust be nzted that the alumina gage experienced temperature rises of

about 752C while propellant ignition takes place for temperature rises in

_ _ -
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excess of 300*C. This difference in surface temperature could affect the

film hest-tranefer coefficients, and this point will be discussed again

in the next chapter.

C. PROPELLANT IGNITION TEST DATA

Ignition tests were conducted using Ef, G, and UA propellants in

nitrogen and helium atmospheres. These propellants are similar in composi-

tion. They are all ammonium perchlorate (AP) oxidized with a PBAA fuel

binder (see Table I). Fine grain-ammonium perchlorate (75 weight per cent)

wag used in the UA propellant, which also contained a "copper chromite"

burning-rate catalyst. FM propellant also contained 2 per cent catalyst

bdt was formulated from a bimodal blend of coarse and fine AP at an 80 per

cent level. The G propellant waa like the FM except that additional AP re-

placed the catalyst. Nitrogen at a temperature of 760, 1000, and 1300C

was used as was helium at 7600C and 1000*C. Both gases were employed at

furnace pressures of 2.9 cnd 7.7 atm.

Figure 13 is a log-log plot of the square root of ignition time, tih

for the FM propellant, versus the mea- surface-heat flux, Fs. Mean-surface

heat-fluxes for the measured-ignition times were calculated using Equation

(7) with h values taken from correlation Equation (8). Although these data

tend to scatter about the "simple thermal-ignition" line they also appeared

to be formed into groups according to the gas temperature and pressure,

and straight lines drawn through the ignition times for specific-gas tem-

peratures and pressures represented the data well. These temperature and

pressure effecto are further illustrated in Figures 14 and 15. An increase

in gas temperature appears to result in lower ignition times at a constant

Ii%---
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mean-heat flux; but an increase in pressure, contrary to all expectations,

appears to increase ignition times. Similar results were obtained for UA and

G propellants and these dnta are presented in Tables V and VI.

The results of the ignition test for FM propellant, where n helium at-

mosphere was fimployei, were also correlated by a log-log plot of ti versus

F. and are illustrated in Figure 16. The mean-surface-hea,-flux values

were calculated using Equation (7) and values taken from the helium heat-

transfer data. In the case of helium as the heat-transfer media, the

ignition times appeared to be affectgd by the gas temperature in the same

manner as in nitrogen, but no pressure effect is indicated.

Straight lines drawn through the igisition "Ames, for a given gas tem-

perature, as shown in Figures 13 and 16 have slopes near -1.06. These data

repr~aent ignition tests in which different gas velocities were used, and

it is assumed that the propellant ignitability was not affected by the gas

velocity. The slope of the lines indicated that the activation energy of

the rate-controlling reaction, calculated from Equation (3), was negative

in value. This obviously is incompatible with the ignition model proposed.

The dilemma presented by the data shown in Figures 13 and 16 is that

either the convective system in this apparatus is basically different from

the process in other test devices or else these data are subject to a sys-

tematic error in measurement or in interpretation. Since previous work

has been well described by the model, a further nvestigation of the pos-

sible errors in the ignition time or heat-transfer characterization

appeared necessary. The ignition times of the exposed propellants were

measured as rhe time lapsed between the initiation of the flow of the hot

.i

tI
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gas and the first trace of light from the propellant surface. It was pos-

sible that this light signal did not coincide with thi occurrence of the

"runaway" reaction postulated in the thermal-ignition model. This possibi-

lity was checked by simultaneously monitoring the propellant-surface

temperature with an infrared-detection system to detect the "runaway" reac-

tion and the light emibzion seen by the photocell during ignition.

Coincidence of the two phenomena was observed. The results are discussed

further in Chapter V.

The heat-transfer characterization was suspect partly as the result

of an unexplained difference noted between heat-transfer coefficients cal-

culated from the pyrex and alumina gage tests. This difference appeared

to be the result of ths difference in surface temperature obtained under

a given set of test conditions. For conditions which would yield igni-

tion times of the propellant sample, the alumina gage rose about 75*C and

the pyrex gage rose about 220*C. The propellant sample surface tempera-

ture would be in excess of 325*C. It was not known what effect the dif-

ferences in boundary layer temperature would have on heat-transfer

coefficients. Also, the quartz window opposite the propellant would not

rise above 200*C, and a large difference in temperature would exist across

the narrow flow channel. For these reasons, it was decided that an addi-

tional heat-transfer study should be made to again characterize the con-

vective heat-flux furnace. In this study, a substance having thermo-

physical properties near to those of the actual propellants should be used.

!

t
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A. HEAT TRANSFER STUDY

As a result of the arguments presented in the last chapter, it was

found necessary to conduct a third heat--transfer study which would hope-

fully permit a satisfactory estimation of energy transfer rates from the hot

gas to the propellant. The results from this study were intended to

yield a more meaningful interpretation of the propellant ignition data.

The gas temperature and pressure effects noted in the prior interpreta-

tion could be verified or denied. Also, more realistic values of the acti-

vation energies obtained from these data by use of Equation (3) might be

obtained from additional and, perhaps, modified heat-transfpr data.

A novel approach was taken to further investigate the heat-transfer

characteristics of the convective heat-flux furnace. A dummy propellant,

GAR, was fabricated from the PBAA polymer, carbon black, and glass beads

such that its thermophysical properties were similar in value to those of

the propellant investigated. An infrared-detection system was constructed

which monitored the surface temperature of the GAR samples while under-

going mock ignition tests. During a test, tle surface temperature of this

t dummy propellant rose about 260C; whereas, propellant samples experienced

temperature rises of about 350*C for comparable-heat-exposure conditions.

Since the alumina heat-flux gage measured surface temperature rises of

only about 75*C, te GAR test conditions more nearly resembled the actual

ignition test conditions. Appendix C contains a detailed explanation of

the heat-transfer study conducted employing the heat-flux gages, and Appen-

dix D discusses the calibration and use of the infrared-detection system

used in obtaining heat-transfer data.

Iz
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During simulated-ignition tests, conducted in a nitrogen atmosphere

of 760, 1000, and 1300C, and 2.9 and 7.7 atm, surface-temperature his-,

tories of the GAR samples were obtained for expczu.. times about equal to

the nropellant ignition times under the same conditions: The technique

for converting the intrared-detector output to surface temperatures of

the GAR samples is discussed in Appendix D. Instantaneous heat-transfer

coefficients, h, were calculated from these temperature histories and pre-

viously determined thermophysical properties of the material [25]. For

gas temperatures of 760'C, instantaneous heat-transfer coefficients, cal-

culated at times near propellant ignition times, were approximately 30 per

cent lower than the values calculated at earlier times. The coefficientc

obtained early in the runs correspond almost exactly to those obtained

from the prior heat-transfer study. In the tests where the gas tempera-

ture was 10000, the coefficients dropped by about 10 per cent; but when

the gas temperature was 13000C, the heat-transfer coefficients were found

to remain relatively constant throughout a run. Figure 17 illustrates

this effect for a typical set of conditions. The heat-transfer cueffi-

cients were apparently a function of cime and gas temperature. This

being the case, the results of the heat-flux study in which the alumina

gage was employed would not be expected to adequately describe the heat t

transfer from hot gas to the propellant surface for r given set of conditions.

However, if mean-heat-transfer coefficients, h, were defined, which would

predict the GAR surface temperature at the propellant ignition times, these

heat-transfer coefficients should be essentially the values which apply for

-- *1
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heating the propellant surfaces. Fig-re 18 is a log-log plot of such mean

heat-transier coefficients versus gas mass flow-ra.tes for the various gas

temperatures employed. The coefficients generally lie below the values

bascd on the alumia heat-flux gases, but the values where the gas temper-

ature was 1300'C are quite near the alumina gage values.

The dummy propellant, GAR, was intentionally formulated to have a

higher thermal responsivity than the actual propellants; therefore, dur-

ing simulated ignition tests, the GAR surface temperature did not reach

a temperaLure equal to the propellant-linear-ignition temperature. Decom-

position oi the PBAA polymer was thus avoided, and a single gage could be

used for several tests. At some time, te, which was later than the igni-

tion time, ti, (see Equation D-8 in the Appendices) the GAR surface

temperature would reach the propellant-linear-ignition temperature. Nor-

mall', the temperaLure at this time, to, could be obtained by extrapolation

ot the surface-temperature history of the GAR. Heat-trdnsfer coefficients,

S+, were calculaL;J using time te and the GAR-surface temperature extra-

polated to the propellant-ignition temperature, and these results are also

summarized 1in Figure 18. The thought here is that the correct mean-tran-

sient heat-transter coefficient might require evaluation at the same

surface temperatures. Evaluation of Lhe ignition data by use of the

"equal surface temperature" mean heat-transfer coefficients yields essen-

tially the same results as evaluatlon at the same exposure time; and since,

in this later case, extrapolation uf the data is avoided, the only mean

heat-transfer coefficients subsequently considered are those from the GAR

tests in which equal exposure times are used.

J5
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B. PfkOPELLANT IGNITION EXPERIMENTAL DATA

Mean surface heat-flux values. Fs, for propellant Ignition tests were

calculated usin; Equations (4) and (7) with h values from Figure V. Tn

Figure 19, the )gnition times of UA propellan. are represented as a func-

tir, of F. en the test gas tempeiature was 760 °C, the ignition times

were well correlated by the thermal ignition line. Phis thermal ignition

line represents data obtained by use of the radiation furnace [7] with gas

temperatures ranging from 722'C to 1540'C. The ignition times, where gas

temperatures ot 1000'C and 1300'C were employed, were well represented by

a line parallel to the ignition data where Y600 C test gases were Lsed.

Similar results were seen from ignition tests of FM and G propellants and

tnese data are represented in Figures 20 aid 21. The same thermal igni-

tion correlation exists for the catalyzed UA and FM propellants. The

ignition times for the uncatalyzed G propellant are about 20 per cent

longer.

C. RESULTS AND INTERPRETATION OF IGNITION DATA

The pr)peilant ignition data, shown in Figure 19, indicated that the

ignition times obtained by using gases having temperatures of 1000C or

greater were about 80 per cent of the ignition times of samples subjected

to ga& temperatures of 760°C. This effect will receive further comment

later. When correlated as ti versus F, these data indicate no e fect on

ignition times when the pressure was varied from 2.9 atm to 7.7 atm. Since

different sized flow-control orifices were used so that the gas flow Mach

number across the surface was varied from 0.02 to 0.292, no eftect was
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noted )n propellant ignttablJizy Oie to differences in gas -.'cloc,ry for

heat fluxes raagiiug from 2 to 30 cal/((:m)'(sec).

Figure 22 is a log-log plot of ti2 versus F. for FI and UA propellants.

The results taken from the UA propeliant ignition tests were indistinguish-

able from the FM test. Therefore since thc propellants differ mainly in

the perchlorate crystal size, which presumably manifests itself as a change

in surface texture, no effects of surface toughness on ignition Lime:ts were

indicated. Thus, the surface roughness effect noted by Keller [251 at

high convective fluxes was not seen. Extrapolation of Keller's results in-

to the lower flux region indicates that such a surface effect should have

been detectable in this study. This discrepancy has not yet been resolved.

The data shown in Figure 20 indicated a heating-gas-temperature ef-

fect on the ignition process. This effect is not the result of the gas

temperature approach to the surface-ignition temperature predicted by

the model and illustrated in Figure 9. The gas temperature is too high;

the ignition times are too long; and there is not even qualitative agree-

ment since the ignition times are uniformly affected. Parallel lines

may be drawn through the data points; one for the 1000 and 1300C gas

temperature, and a second through the data for 7600% gas. Although the

slopes of these lines could be varied some, the best fit lines through

the data have slopes of -0.905. By use of this value, activation energies

of the rate-controlling reactions can be calculated by use of Equation

(3) to be about 25,000 cal per mole in each case. It appears that the pre-

exponential factor, B, of Equation (2) was the sole term affected by dif-

ferences in gas temperatures. Values of ti, FS, and Ea from the results

== -
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of the UA propellant ignition te ts were useri to calculhte c--'fOnen-

tial factors of 1.5 x 10 and 6.6 x l ca!!(c' (sec) for gd' Pomperatures

of 7600C and above 1000°C, respectively.

At least two explanations of thi gos temperature effect are a ,prent.

IL is possible that the low gas temperature results 4n a slow gas-plase

step and limits the rate of the ignition process. However, it appears

likely that such a slow step would effectively ir-rease the ignition time

by an essentially uniform time for occurrence of these gas-phase processes.

Thus, the fractional increase in ignition time should be greater for short-

er ignition times, and this is not the effect noted. The second

explanation is suggested by the fact that the ignition times where gas

ternperatuzes of 760'C were used are in good agreement with the ignition

data from the radiati.on furnace. This similarity would be expected if

the effect of the gas-temperature conditions near the surface were compar-

able in the two cases. It is postulated that, for the heating by a low

temperature gas, the boundary layer gas was too cold to permit rapid exo-

thermic reactions near the surface; and, in the low-pressure radiative

environment, the free convective-thermal boundary was too thick to per-

mit rapid reaction near enough to the surface to be effective. However,

for cc vective gas temperatures greater than 1000'C, the temperature in

the boundary layer near to the surface would be signi icantly higher than

in the radiation furnace tests. The reactions occurring in the gas pnase

would take place rapidly, and, sibnificantly, energy would be fed back to the

surface from the reactions or, perhaps, indirectly in the form of reactive

species. The reactions could involve further reaction of the products of
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decomposition of ammonium perchlorate.

The face that the slopes of the correlating lines through the igni-

tion data, for all temperatures at all pressures, were virtually the

same, implies that the same reaction was rate-controlling for all of the

conditions; only the energy yield per unit of reaction was changed.

Therefore, even though there may be gas species returning to the pro-

pellant surface when environmental conditions are of 1000°C or greater,

solution- ;o Equations (1) and (2) still describe the ignition response

of ammonium-perchlorate-based propellant as a function of the externally-

applied-heat flux and the propellant-thermophysical properties.

It should be noted that this postulate is feasible but only qualita-

tive. No attempt has yet been made to confirm the existance of post-

decomposition reactions in the gas phase, and the explanation is presented,

since it appears to be consistent with all observations. Alternative

interpretations of these results may be possible.
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A. DETERMINATION OF THE TIME OF THE "RUNAWAY" REACTION

The infrared detection system was employed for surface temperature mea-

surements of AR propellant during ignition tests. This propellant consists

of a fine grain, ammonium perchlorate, like the UA propellant, but it also

contains Philblack E added as a blackening agent to reduce the transmissi-

vity of the polymer to the infrered radiation. Figure 23 is a typical

oscilloscope record from these tests, which illustrates the behavior of the

propellant surface during heating. The rapid surface temperature rise

which is determined from the change in millivolt output from the infrared

sensor, starts one to two milliseconds before flame is detected by the

photodiode. The maximum rate of surface temperature rise, which is related

to the occurrence of the "runaway" reaction, is essentially simultaneous

with "first light" seen by the photodiode. Thus, the use of a light sensi-

tive device gives an accurate measurement of the time of the "runaway"

reaction for Lhe tests conducted in this study. The surface-temperature

histories measured during the ignition process were similar to those mea-

sured by Keller. Figure 24 illustrates typical data obtained by use of AR

propellant samplee with razor--cut surfaces and carbon-coated surfaces.

These temperature histories agree, in general, with the predictions based

upon the heat-tranafer studies and the thermal-ignition theory.

An attempt was made to measure AR propellant-surface temperatures

throughout the complete-ignition transient. The largest flow-control ori-

fice (flow Mach number equal to 0.292 at a furnace pressure of 7.7 atm) was

employed in an effort to reduce radiation from the flame. When a constant

steady-state-surface temperature was indicated, it was found that this tem-

perature was near 7500C or about 200-250°C above the anticipated value.! 44
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r

Propellant: AR Orifice Number:12
Gas Temperature: 1300*C Time Scale: 0.01 sec/div vvv
Initial Pressure: 7.7 atm Detector Sens: -1000 mv/div

(conditions for both records)

FIGURE 23. TYP'ICAL OSCILLOSCOPE RECORDS OF AR-PROPELLANT
IGNITION TESTS ILLUSTRATING SIMULTANEOUS RISE
OF PHOTO DIODE OUTPUT AND TH4E LARGE SURFACE
TEMPERATURE RISE.

The time sweep is from left tc right. The upper trace is
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Apparently, radiation from the thin flame zone was significant, and the

infrared detector output was not indicative of the surface temperature af-

ter the flame apptared. Tests could be conducted with no flow-control

orifice, and this wou)d possibly cut down on the radiation from the flame

zone.

B LONG SAMPLE IGNITION STUDIFS

In order to investigate the phenomena reported by Bastress [10] con-

cerning ignition occurrence away from the leading edge of a convecti.1ely

heated sample, a new test section was designed to enable ignition tests to

be made using relatively long propellant samples. Samples in these tests

were 1.9 cm long, measured in the direction of gas flow; whereas, the nor-

mal circular sample surfaces were I cm in diameter. Presumably, the flow

structure was quite uniform over the last one-half to three-fourths of the

sample contacted by the gas. The results of these tests are summarized in

Table XIII.

During ignition tests, the surfaces of the propellant samples were

photographed using a Fastax Model WF 17 T motion picture camera operating

at 2000 frames per second. The position of the "first light" of ignition

on the sample surface was located by review of the developed motion pic-

tures. Also, the sDread of the flame across the sample surface was ob-

served. A typical ignition sequence is shown in the series of photographs

presented as Figure 25.

Samples of the coarse-grain, FM propellant ignited in a nitrogen at-

mospnere consistently showed ignition to begin near the leading edge of

the sample. Since the heat flux near the leading edge is normally higher
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FIGURE 25. HIGH SPEED PHOTOGRAPHS OF THE IGNITION OF A LONG FM-
PROPELLANT SAMPLE IN NITROGEN.

Pictures were taken at the rate of 2000 frames per second. Twenty
frames are missing between each row of pictures. The approximate
position of the sample is outlined in the first and last frames.
The gas flow is on about a 450 angle flowing from bottom to top.
The first frame shows the first light of Ignition near the sample
leading edge.

WON
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than the flux farther down the sample, such behavior is consistent with the

postulate that the magnitude of the heat flux controls the ignition time.

Tests were conducted using gas temperatures of 760, 1000, and 1300C and

pressures of 2.9 and 7.7 atm with gas-flow-Mach numbers of 0.78 and 0,292

in the test section. Some of the tests were conducted with the sharp-edged-

turbulence trip removed to allow boundary-layer transition to occur across

the sample. When surfaces of FM propellant samples were roughened by

sanding with a fine-grain sandpaper, ignition started essentially simul-

taneously along the first quarter of the propellant.surface length.

Tests were conducted in which dfn aluminized coarse-.grain propellant,

XF, was used. In this case, the first flame of ignition appeared occasion-

ally between the leading cdge and half-way down the propellant sample.

When the samples ignited in the center, the flame spread both upstream

and downstream across the sample surface. Often, the first flame occurred

at the leading edge. On occasion, samples of XF propellant ignited simul-

taneously at the sample center and near the leading edge.

Although the gas pressure, temperature, and velocity were varied and

the sample surface conditions were purposely altered, the first evidence

of ignition of the non-aluminized FM propellant in the neutral-nitrogen

atmosphere always appeared near the point of maximum-heat flux. The data

obtained with the aluminized propellant were inconclusive, and it is pos-

sible that, when observed, ignition away from the leading edge may have

been the result of surface irregularities.

i
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C. RAPID HETING OF THE POLYMERIC FUEL BINDERS

Various polymer compositions were subjected to rapid heating in the

convec.ive-heat-flux furnace. Ali tested samples were prepared with about

three per cent of a finely dispersed carbon black. The surface tempera-

tures of the samples were monitored during heating by use of the infrared

detecti': system. It was hoped that -ariatl,ns in the rate of surface

temperature rise during rapid heating cou. d be related to the energy

changes associated with the eridothermic decompo3ition reactions of the

polymers. The suitability of the apparatus for such a study could be de-

termined by comparison to the extensive data of J. T. Cheng [15] on the

PBAA system.

1. Polybutadiene-Acrylic Acid Copolymer Decomposition Studies

Samples of the PC polymer, which is the copolymer of polybutadiene-

acrylic acid and Epon 828 curative resin, were prepared and subjected to

rapid heating by nitrogen at 760'C and 7.7 atms. A few of the PC samples

tested were coated with a film of a commercial-colloidal graphite; the

surface emissivity of this coating is reported to be 0.89. The same coat-

ing was used on the surface viewed in the calibration tests of the infra-

red-detection system (see Appendix D). Figure 26 illustrates the surface

temperature histories of various PC samples. The indicated-surface tem-

perature of the coated samples was higher than that of the uncoated PC

samples for surface temperatures below 400'C. This implies that either

the emissivity of the PC samples was below 0.89 or that the transmissivity

of the PC polymer was significant. Since the surface temperatures of

both types of samples are nearing each other at high temperatures, after

the depth of temperature penetratio: has become significant, it is believed
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that the surface-temperature differences are caused by differences in the

transmissivity of the samples. The PC cnmples appeared somewhat attacked

and roughened by the solvent of the colloidal graphite; and, since greatest

interest was in the high-temperature conditions where both surfaces ap-

peared to be equivalent, most tests were made with the polymer samples

uncoated.

Shown in Figure 26 are temperarure-time values calculated by use of

the mean-heat-transfer coefficient from the GAR heat-transfer study and

a thermal responsivity of .014 cal/(cm)2 (sec)2 (*C) reported by Cheng [151.

For surface temperatures of coated samples below about 340'C, the experi-

mental values lie above the calculated values. This results because the

heat-tiansfer coefficient is apparently decreasing with time and the in-

stantaneous--heat-transfer coefficient at shorter times would be larger

than the mean-heat-transfer coefficient used in the calculation. But, for

surface temperatures around 350*C, the measured values fall below the

calculated values which indicates the occurrence of an endothermic reaction.

The difference between the i. dicated-surface temperatures of graphite-

coated samples and of uncoated sampies, after long exposure, appeared to be

small and, therefore, meaningful data could be obtained from the uncoated

samples for long test times and at high-surface temperatures. Figure 27

shows the results of such tests for the polymer PC, where the mean-heat

flux was 17.6 cal/(cm)"(sec),and the furnace was at 1300*C and 2.9 atms.

The surface temperature of the polymer r'ses and remains constant at about

5150C after 0.5 seconds of heating. Cheng's data indicated polymer vapor-

ization at a temperature of 510C and indicated some endothermic reaction

-M ~ --- ~ . ----.--..--- - - -
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taking place around 400°C at this pressure. Subsequent tests showed this

apparent agreement to be, in part, fortuitous. The vaporization tempera-

ture reported by Cheng was shown to exhibit a predictable dependence on

pressure. The constant surface temperature measured during convective

heating was essentially independent of pressure (see Table XIV), and this

temperature is, apparently, associated with a melting process since flow

of the sample surface in the convective environment wa6 ncted (see Figure

28).

Samples were prepared by adding copper-chromite-burning rate catalyst

to the PBAA polymer. These samples, labeled PCC, were tested in nitrogen

pressures ol 2.9 and 2.2 atm and a temperature of 1300*C with heat fluxes

near 15 cal/(cm)2(sec). The surface temperature reached a plateau value

around 540*C, which is about 30C above the plateau temperature indicated

for the catalyst free samples. Cheng noted a significant decrease in the

decomposition temperature resulting from the addition of the catalyst. It

appears likely that one effect of adding the solid catalyst was to decrease

the transmissivity or increase the apparent emissivity of the polymer and,

thus, to yield higher indicated-surface temperatures. This effect appar-

ently masked any decrease in decomposition temperattire which might have

resulted from addition of the catalyst. Samples were, also, prepared by

adding small amounts of ammonium perchlorate, approximately five-weight-per

cent, to the PBAA. These samples, A05, were subjected to rapid heating

and the results indicated a leveling in the surface temperature to take

place around 520C for a pressure of 2.2 atm and 530*C at 2.9 atm. Again,

the apparent increase in emissivity resulting from addition of solid

material likely had a larger effect than reduction in decomposition



DIRECTION OF
GAS FLOW

TOP BOTTOM
Sample: PC A05
Gas Temperature: 13150C 13070C

FPressure: 2.9 atm 2.9 atm
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Heat Flux: 17 calI(cm)2(sec) 17 :a!/(CM)2(sec)

FIGURE 28. PHOTOMICROGRAPHS (5X) OF SURFACE OF PC AND A05 POLYMER
SAMIPLES AFTER RAPID HEATING TESTS III NITROGEN.
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temperature resulting from the AP-polymer interaction noted by Cheng.

Figure 28 is a photograph of the A05 polymer surface after a rapid-heating

test.

Samples of GAR, the material similar to PC but loaded to about 50

weight per cent with fine glass beads, which was used in the heat-transfer

study, were heated to anticipated decomposition temperatures in the con-

vective apparatus. Some samples were coated with the colloidal graphite

and tests were made with uncoated and blackened surfaces for comparison.

Figure 29 illustrates the results of these tests. The indicated surface

temperatures of both types of samples were essentially the same, but the

coated surface values weregenerally,slightly higher. Figure 30 is a

plot of the GAR-polymer-surface temperature while heating in nitrogen at

1300*C and 7.7 atm. Also represented on the plot are calculated-surface

temperatures for linear heating through a constant heat-transfer coeffi-

cient obtained from Figure 18. The GAR thermal responsivity is 0.0315 cal/
1.

(cm)2 (sec)f2(0 C). In Figure 30, the first three experimental points are

below the calculated values because of inaccuracies in the correction for

large background radiation from dust particles in the hot gas. At later

times, when this correction is less severe, the agreement between measure-

ment and calculation is exact. No eudotheimic phenomena are apparent at

surface temperatures below 3z ,C. Although the sample surfaces were

visibly altered during these tests, it was not possible to detect this

change from the surface-temperature-Lime records. When exposed to rapid

convective heating, all the PBAA based samples reacted like passive bodies

until surface temperatures of 350'C to 400%C were reached. Above this

temperature, some endothermic phenomenon appeared to take place. The endo-

.-.-. --.-- ---- . - . - - . -. . . . . .. .. .. 2 - - -- . - -__ .. ..__-_.... ................... ... -~



73

0 0 2 5 0. . . . . . . . _ _ _ _ _

- COATED
F" SANPLE-.-

200

U-
a 15--- l___ _ _ _ _ _

H TEMPERATURE 1000 'C

u PRESSURE 2.9 air.

CC ORIFICE NO. 12

0 .1 .2 .3 .4 .5
TIME, sec

FIGURE 29. SURFACE TEMIPERATURE HISTORIES OF GAR AND GRAPHITE-
COATED CAR SAPLES DIING HEAT--FLiJX TESTS iN NITROGEN
AT i 00°C AND 2.9 ATM.

'the indicated surface t.empur.ture of the graphite co;.ed polymer
saviples .1i.C a1ove, he ncoHICld iamples ±i3ustratil.g, che effect of
the surface transimi.ssiviy or de2c'ease in emissivity.



4 0 0 ...... ..

0 -LINEAR HEATING
CURVE CALCULATED

Lii -USING h=0.01562

I---

0 _ 2 0 0 ..... .. ....-

ill

2i
U

LL

100---

-. TEMPElRATURE.290 0CH PRESSURE....:....77ATM

0l, 1 23e 5 6 7
112SO. RT OF TME sec

1i1!JUR1 30. SURFACE TEMiPERATURE iISTORIES OF CAR SAMiPLE
IN NITR0GL.1 AT 13O000C AND 7.7 ATM'.

The fig- re illustrates the good agreenaeat betueen the ex-
norolt data and the cal cuated for",?lties above 2,00C.



75

thermic efte(.t observud appears tu be caused by decomposition and melting

of the polymer at the sample surface and may be the "first" decomposition

reaction noted by Cheng. After this initial decomposition, the surface

temperature then rose to values in excess of 525'C and there remained con-

stant. The environmental pressure appeared to have no effect on the value

of this temperature.

2. Polyurethane Polymer Decomposition Studies

A carbon-loaded-polyurethane polymer, PUC was exposed to rapid convec--

tive heating at fluxes near 10 cal/(cm)2 (sec). The results of these tests

are illustrated in Figure 31 where the polymer surface temperature is plot-

ted as a function of time. Endothermic phenomenon appear to take place

when the indicated polymer surface temperature reaches a value near 380°C

and separates from the calculated linear-heating temperature curve. The

surface temperatures of the sample reached a plateau of around 430°C in

tests for the pressures of both 2.9 and 2.2 atm. These values are uncor-

rected for effects of transmissivity and possible emissivity differences

and may be expected to be lower than the true surface temperatures.

3. Polyflurocarbon Polymer Decomposition Studies

A polyflurocarbon, supplied by Thiokol Chemical Corporation, was

tested ir the convective-heat-flux furnace at heating rates near 10 cal/

(cm)2 (s.c-j and a gas temperature of 1000'C and pressure of 2.9 atm. When

both this material and polyurethane polymers (PUC) mixed with AP propellants

are formed which exhibit unusually high values of the low pressure deflagra-

tion limit, PDL[32 ]. It was hoped that some correlation would exist between

the measured decomposition temperatures and the low-pressure deflagration

limit of propellants produced by use of the polymers. Under normal circum-
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stances, the deflagraLion limits are in the order: PBAA, polyurethane and

polyflutocarbon with the polvluroLarban propellant haxing the higher pres-

sure limits.

The results of the tests on the flurocarbon are illustrated in Fig-

ure 32, where the indicated sample-surface temperature is plotted as a

function of exposure time. A difference between the temperatures calcu-

lated by assuming linear heating and tle measured-surface temperatures

appears when temperatures near 375 0C are reached. These temperatures

are uncorrected for transmissivity and emissivity effects; and, although

this material contained carbon black, the transmissivity effect for this

polymer is likely large. The indicated polyner-surface temperature was

still rising at the end of the tests, even though the surface was ablating,

and reached a temperature near 500'C.

It a correlation exists between polymer decomposition temperature and

the low-pressure deflagration limit of the propellant produced by use of

the polymer, sdch a correlation is not apparent from the data obtained in

this study. Because of questions concerning the sample emissivity and

transmissivity, these data cannot, however, be considered as conclusive.

4. Use of Convective Heat-Flux Furnace
for Polymer Decomposition Studies.

The results of the polymer decomposition tests indicated that the

convective-heating apparatus and the infrared-detection system may be use-

ful for the study of polymer-.decomposition reactions under conditions of

rapid heating. However, before truly meaningful data can be obtained, the

correction for background emission must be more accurately determined,

and the effects of polymer-surtace emissivity and transmissivity must
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be accounted for. The use of filters may help cut down background emis-

sion effects, and the addition of more and better dispersed carbon black

could help blacken the polymer surface to account for emissivity and trans-

missivity effects.

I
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A MEASUREMENT OF IGNITION TIMES

The experimental detection of the time of ignition of a solid pro-,

pellant has been an unresolved problem for most studies. Often "first

flame," as detected by a photo sensitive device, has been used as a con-

venient Indication of ignition; however, even after appearance of a flame.

zontinued application of external energy may be needed to produce a tran-

sition to steady-state burning. Tests have been made in which a "go-no-

go" criterion was used by termination of the externally applied energy and

waiting for consumption of the sample [48]. in tht case, there can he no

question about the transition to burning. The practical definition is

likely the time to first reach steady-state regression rate while sub-

jected to the igniter-heat flux.

In the study reported here, the experimental-ignition time was shown

to be coincident with occurrence of the "runaway" reaction postulated by

the ignition model used for interpretation of the data. In the actual

tests, the propellant ignition was detected by a photocell light-sensing

device, The applicability of this procedure was investigated by conduc-

ting-ignition tests where the propellant surface was simultaneously ob-

sezved by anu..nfrared--sensing device and the photodiode. The infrared

detector monitored the propellant-.surface temperature while the photodiode

observed light emissions from the sample, The results showed that the

first indication of light emission from the propellant surface occurred

simultaneously with maximum rate of rise of the sample-surface temperature.

Therefcre, in these tests, the method of measuring propellant ignition

times uas chosen to be consistent with the ignition model.

+U
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B. CONVECTIVE HEAT-FLUX FURNACE

The convective-heat-flux furnace was found to be useful for obtain-

ing reproducible ignition data for solid propellants. Convective-heat

fluxes in the range of 2 to 50 cal/(cm)2 (sec) can be obtained, and various

gas 9 can be supplied at temperatures from 60000 to 1350%0 and at pres-

sures of 2 to 10 atms. The reproducibility and precision of the data ob-

tained from this apparatus ace superior to the results from the shock

tube ignition apparatus which is useful only for very short ignition

times [251 and are very comparable to data derived by use of thermal

radiaLion (7) for the same time scale. The heat-transfer characterization

of this apparatus was difficult, because it was found that, under some

conditions, the heat-transfer coefficients were functions of the sample

surface temperature. This problem is likely the result of non-uniform

flow across the flow channel. It may be desirable to use a cylinLdrically-

shaped flow chav-el to avoid the possibility of non-uniform gas flow or

channeling.

C, EFFECT OF HEAT-TRANSFER INTERPRETATION ON

CORRELATION OF IGNITION DATA

The ignition times of solid propellants are a strong function of the

rate of externally applied energy. In this study, three separate heat-

transfer investigationi were conduci:ed, and the results of the ignition

tests were subject to quie difterent interpretation when applying the re-

sults of the vanicus heat-transfer studies. Both pyrex and alumina heat-

flux gages were used in separate studies to characterize the convective

heat-flux furnace for mean-surface-heat fluxes. However, when these heat-
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flux values were correla,:ed with the experimental-ignition times, inverse

pressure effects on ignition end other unexplained phenomena were indi-

cated, Although the measured-ignition times were near those observed in

other test devices under supposedly comparable conditions, serious dis-

agreement was apparent between the new and prior data. For this reason,

it was difficult to draw firm conclusions concerning the ignition results.

Bezause of possible effects on the heat-transfer proc(ss of temperature

gradients across the flow channel, the transition of the boundary layer,

and the variation in thermophysical properties of the heat-flux gage;

another heat-flux study ias made in an attempt to more nearly approach

ignition test conditions. An infrared-detection system was used to mea-

sure the surtace temperature of heated-simulated--propellant samples.

The results of these tests were then used to further evaluate the igni-

tion test data. 1lnally, a consistent and hopefully correct interpre-

tation was generated. It must, therefore, be concluded that when

convective-heat fluxes are employed in propellant-ignition studies, the

characterization of the transient heat-transfer processes in the appara-

tus is a most critical process. Anomalies suggested by other studies may

be the result of an insufficient heat-transfer characterization.

D. INTERPRETATION OF THE IGNITION TEST DATA

Ignition tests were conducted in nitrogen and helium atmospheres with

furnaze temperatures of 760, 1000, and 1300'C, and pressures of 2.9 and 7.7

atm. Gas-flow-Mach numbers across the sample surface were varied from 0.02

to 0.292. When experimental.-igrition times of propellants were correlated
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with mean-surface heat fluxes no effects of pressuLe or gas velocity on

ignition times were observed. No detectable eftect of surface roughness

of the samples was noted for the range of ignition times considered from

0.0225 to 47.5 see; although, the precision of the data was improved by

use of smooth-surface samples.

The temperature of the gas phase in the boundary layer adjacent to

the propellant sample apparently affected the ignition times of the pro-

pellants. Ignition tests conducted with nitrogen at 760°C yielded propel-

lant-ignition times in very good agreement with ignition data from the

thermal-radiation furnace. These data were well described by the "taermal

ignition model." But ignition times where gas tem)eratures of 1000°C or

greater were employed were 20 per cent shorter than the ignition times

for the 760'C gas. It is postulated that the apparent increase in propel-

lant ignitibility was caused by an increase in the release of energy

and reactive species from the anmmonium perchlorate-decomposition products

in the high-temperature gas phase adjacent to the solid. This phenomenon

is not predicted by the thermal ignition model. However, the model does

describe the ignition behavior, if it is assumed that the gas temperature

affects the pre-exponential factor of the key-surface reaction.

The correlation of the experimental-ignition times with mean-surface-

heat fluxes indicated that the activation energy of the rate-controlling-

surface reaction was the same for all gas temperatures and was equal to

about 25,000 cal/mole. The pre-exponential factor describing the energy-

release rate per unit area from the key-surface reaction was increased

from 1.5 x 109 cal/(cm) 2 (sec) when the test-gas temperature was 760C to

LT
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6.6 x 109 cal/(cm)2(sec) when 1000'C and 13000C temperature gases were

used,

E. IGNITION TESTS OF RELATIVELY LONG PROPELLANT SAMPLES

Motiin pictures at speeds of 2000 frames per second were taken of

the ignition of 1.9-cm-l3ng samples of propellants in nitrogen. Results

from rests under a va.:.Lery of cornditions showed that the ignition of the

coarse-grain FM propellant consistently starte. near the leading edge of

the samples near the point where the surface-heat flux was expected to

be the highest. Propellant samples containing zluminum ignited eiLher

near the leading edge or half way down the sample surface. Samples of

sutface-roughened FM propellant ignited simultaneously along the first

half of the sample surface. Therefore, it may be concluded that the

1-cm-diameter propellant samples used in the ignition tests reported here,

should yield data representative of larger propellant samples. Under the

test conditions available, the phenomenon of convective ignitioin away fro,B

the point of maximum heat flux reported by Bastress [10] was not noted.

Fo SURFACE TEMPERATURE MEASUREMENTS OF POLYMERIC
FUEL BINDERS DURING RAPID CONVECTIVE HEATING

Samples of PBAA polymeric fuel binder were prepared with and without

copper-chromite catalyst, glass beads, and small percentages of ammonium

perchlorate, These samples were exposed to rapid heating and appearej to

behave like passive bodies until surface temperatutes of about 350*C were

reached. Above this temperature, some endothermic phenomenon appeti.red to

take place, and when the surface reached temperatures rear 525*C, It x#
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mained constant even during additional heat expoeure. The environmental

pressure appeared to have no effect on the value of this high temperature

plateau; and this temperature appears to be associated with a melting

process.

Samples of carbon-loaded polyurethane exposed to rapid convective

heating appeared to behave like a passive body until surface temperatures

above 380C were reached. The measured surface temperature became con-

stant at about 430*C for all pressures tested.

A tested polyflurocarboL-fuel binder behaved like a passive body un-

til a 3urface temperature of above 375°C was reached. The polymer surface

temperattre waa still rising at the end of the tests, even though the sur-

iace was ablating and had reached an indicated temperature near 500*C.

The results of these tests indicated that the convective heating

apparatus and the infrared detectio-i system may be useful for the study

of polymer decomposition reactions under rapid heating conditions; how-

ever, a number of improvements in the technique for sample preparation

and operating procedures appear to be needed before truly meaningful data

can be obtained.

Io
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APPENDIX A

CALIBRATION OF THE FLOW CONTROL ORIFICES

K The mass-flow rate of the gas through the test section could be

varied for a given gas pressure and temperature by changing the size of

the flow-control orifice. Seven different orifices were used. The inlet

region of each orifice was shaped to form small flow nozzles and gas velo-

cities were sonic through the rinimum aperature. Table III lists the

sizes and discharge coefficients of the orifices and the gas Mach num-

bers in the test section produced by use of each orifice.

The effective orifice areas were determined by use of a rarefaction

tube. The pressure change in the inlet to the orifice generated by burst-

ing a diaphragm and emptying the pressurizgi tube was introduced into

the following equation [381:

A~ 21/ -n/2-Aor in 1 i n/2[1- 2 i- 2-

S(n- 1) + + (n 1) (A-1)

to yield the effective area. Here,

1/1 1

a= (plp) l/l+n

where

Ar is the cross-section area of the rarefaction tube;

Aor is the effective area of the orifice;

P0 is the initial pressure in the tube;

tt
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V

PI is the pressure in the tube immediately following the passage

of the rarefaction wave; and

y is the ratio of specific heats for the test gas.

Pressure recordings were obtained from a Kistler Model 401 pressure

transducer mounted on the high-pressure side of the orifice. The dis-

charge pressure was atmospheric. A Model 568 charge amplifier trans-

mitted the signal from the pressure transducer to a Tektronix Model

502 oscilloscope. After the diaphragm was ruptured, the pressure dropped

as the rarefaction waves passed the pressure transducer position. The

specific heat ratios used were obtained from Reference 41.
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APPENDIX B

MEASUREMENTS OF CRITICAL SYSIEM PARAMETERS

A. TIME DELAY OF HOT GAS FLOW

The oscilloscope-trace photographs obtained during the GAR heat-

transfer tests indicated a slight time delay between the bursting of the

diaphragm and the initial-indicated temperature rise of the sample sur-

face (see Figure 33). The bursting of the diaphragm could be seen by the

sudden change in the pressure trace. At some later time, up to three per

cent of the UA propellant-ignition time when orifice number two was em-

ployed, the indicated-surface temperature of the sample rose. A portion

of the time delay can be accounted for by considering the gas in the nic-

kel tube leading to the test section as cooler than the furnace gas. If

the gas flowing in the tube after the bursting of the diaphragm were

"plug flow," it would take about one-half of the measured-delay time for

the hot furnace gas to reach the propellant sample. Therefore, it may

be concluded,that the majority of the measured time delay in the sample

surface temperature rise was due to the flow of cool gas at the start

of each test. Since for the majority of test conditions, the time delay

was relatively small, no corrections were made on the propellant-ignition

times reported in the Tables.
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Gas Temperature: 1300C Time Scale: 0.01 sec/div

Pressure: 2.9 atm IR Sensitivity: 250 mv/div

Gas Temperature: 1300%C Time Scale: 0.005 sec/div
Pressure: 7.7 atm IR Sensitivity: 250 mv/div

FIGURE 33. TYPICAL OSCILLOSCOPE RECORDS OF INDICATED GAR
SURFACE TEMPERATURE RISE IN MILLIVOLTS.

The pressure trace is horizontal, then suddenly d~rops when

the diaphrcgm is burst to initiate the gas flow. At some
short time later, the indicated surface temperature rises.

SH
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B. GAS TEMPERATURE MEASUREMENTS

The furnace temperature and, thus, the heating gas-temperature was

checked by three different methods. A well-mounted platinum-platinum-

rhodium (13 per cent) thermocouple positionied in the furnace center was

used as a primary indicator of furnace temperature. This thermocouple

was checked against an NBS calibrated thermocouple. While operating at

1000 and 1300*C, the furnace temperature was periodically checked by use

of calibrated-optical pyrometers. 2he temperatures measured by the opti-

cal pyrometer were found to be within 10 to 15*C of the values indicated

by the platinum-platinum-rhodium thermocouple.

Direct gas-temperature measurements were made [47] by placing a

0.005-inch diameter chromel-alumel thermocouple in the test-section chan-

nel. Figure 34 shows an oscilloscope recording of the thermocouple output

as a function of time during a simulated ignition test. When the results

of the data were corrected for heat conduction and radiation -losses from

the thermocouple, the gas temperature, at the sample position, was shown

to be within 15%G of the furnace temperature. The initial rise time to

the steady-thermocouple temperature was the result of the flow-starting

time in the channel which leads hot gas from the furnace to the test sec-

tion. The overshoot of the thermocouple has not been satisfactorily

explained.

C. PRESSURE IN THE TEST SECTION DURING TESTS

The monitored pressure in the test section dropted as much as 40 per

cent of the initial pressure during propellant-ignition tests in which the
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Pressure Scale: 0.204 atm/div Time Scale: 0.5 sec/div
Temperature Scale: 5 mv/div Orifice: No. 12
Furnace Temperature: 755C T. C. Temperature: 6800C

Pressure Scale: 0.204 atm/div Time Scale: 1.0 sec/div
Temperature Scale: 5 mv/div Orifice: No. 2
Furnace Temperature: 7550C T. C. Temperature: 6300C

FIGURE 34. OSCILLOSCOPE RECORDS OF GAS TEMPERATURE
IN THE CHANNEL OF THE TEST SECTION.

A .005-inch-diameter Chromel-Alumel thermocouple was placed in the flowing
gas stream. The pressure trace is the lower trace through the whole period.
In each case, the total initial pressure was 2.89 atm. The indicated ther-
mocouple temperature was measured at the end of the test period. When
corrections were made for radiation loss and conduction loss from the ther-
mocouple, the measured gas temperatures were found to be within 20% of the
measured furnace temperature.

- --
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l,- :',rtice, Nu.imber 12, was employed for furnace conditions of 1300 0C

and 7.7 atm. When Lht smaller orifiLes were employed, the pressure drop

decreasei; and whetr the sma.ltst urifice was used, the largest pressure

drop measured was only one per cent of the initial pressure. In the cor-

relation of the heat transfer data, obtained by use of the alumina heat-

1iux gage, an average value f r tLe test pressure was used in the calcula-

tion o gvis mass-flow rates. These average pressures are reported in the

Tables listing the propellant-ignition tires and neat-transfer results.

It may be noted chat the Statham 401 ana Kistler 401 pressure trans-

ducers and the Champion pressure gage used in all of the tests reported

herein, were calibrated by use of a Crosby Style CC-110 dead-weight pres-

sure-gage tester. The sweep rat, horizontal amplifier, and vertical

aplifier, of che Tekltronzx Model 502 oscilloscope employed in the tests,

were periodically calibrated. The sweep rate was set with the use of a

Du Mont Type 300 time calibrator, and the vertical gain was calibrated

each testing day with the use of a I. Mont Type 264-B voltage calibrator.
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APPENDIX C

HEAT-TRANSFER STUDY EMPLOYING PLATINUM-FILM-RESISTANT TIIERIOMETERS

A. HEAT FLUX GAGE CONSTRUCTION AND CALIBRATION

Heat flux gages were constructed with Pyrex 7740 and alumina (Alsimag

614) substrates (see Figure 4). Liquid Bright Platinum, No. 05-X, manu-

factured by the Hanovia Liquid Gold Division of Engelhard Industries. Inc.,

was painted and fired on to the surfaces of the substrate materials to pro-

duce thin platinum-film-resistance thermoreters having response times on

the order of a few microseconds.

The platinum-film resistance on the substrate surface was joined to

four heavily painted platinum leads running down the side of the gage;

copper leads were soldered to these four platinum leads. The substrate

was then sealed into a sample holder with epoxy resin which served both

as a cement and as an electrical insulator between the leads and the

metal of the sample holders.

The temperature coefficients of resistance were determined for each

gage by measuring -he film resistances at various temperatures ranging

from 0 to 95°C. The resistances of the gages were well represented by

the equation:

- Ro(l + 6oT) (C-l)

where

R is the film resistance at 0C (ohm)

T is the temperature. (C)
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a is the temperature coefficient of iesistance. ohm/(ohm)(°C)

During the heat-transfer-test runs, gage-surface temperatures of

99%0 for alumina and 233%0 for pyrex gages were indicated. Experimental

data employed in the calibration tests for the gage temperature coeffi-

cients of resistance were available only up to 95°C. For the pyrex

5gage, an extrapolation must be made for surface temperatures above its

calibrated range.

The electrical circuitry used in conjunction with the heat-flux gages

is shown in Figure 35. The sensitivity of the oscilloscope could be ad-

justed by employing the temperature rise simulator. This was done by

turning switch A to position 1, where a predetermined resistance, R1 ,

simulated a set temperature rise, AT. In position 2, the circuit was set

for normal heat-flux-test operation.

The settings for R,, and R2 , in the circuitry of Figure 35, were de-

termined from the following equations:

Ri  . . 0 . (C-2)1 + 8 (T + AT)
0

R 2  R - R,,- R (C-3)
c g

where: 8 is the temperature coefficient of resistance determined fo-0

each gage for Equation (C-1). ohm/(ohm)(°C)

R is the total resistance in the circuit. (ohm)c

R is the resistance of the platinum film. (ohm)s

AT is the preset temperature rise. (0 C)

T, is the Initial uniform temperature of the gage. 0C
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Signal to oscilloscope

H fTemperature ris e
Heat flux simulator

gauge
/I \

\<, S2 R1_ - I

e c 45 volts 0-5T.
Current -control

FIGURE 35. ELECTRICAL CIRCUITRY DIAGRAM FOR TEMPERATURE
MEASUREMENTS WITH 1IEAT-FLUX GAGES.

Fi I
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Application of Equation (C-2) requiree Lhe assumption that the resis-

tances controlling the current in the system were much larger than the

changes in resistance of the platinum film during test operation; this

condition was satisfied in these tests. Since the current was essentially

constant, changes in the platinum-film resistance produced change in emf

output of the gage which was linear with the surface temperature change.

Current through the film was held to values less than five milliamperes

to prevent significant heating of the gage surface [53].

B. HEAT FLUX TESTS

The heat-flux gage was placed in the test section and simulated-

ignition tests were made. Temperature histories of the gage surface were

recorded by polaroid photographs of oscilloscope traces. Several tests

were made for each individual condition of gas temperature and pressure

and flow-control-orifice area.

Heat-transfer coefficient values were calculated from the tempera-

ture histories of the heat-tlux gage obtained during simulated ignition

tests. The following is a development of the method used and the assump-

tions involved in the calculations. The equation describing the one-

dimensional conduction in the exposed heat-flux gage, a passive body, is:

3T a2T (C-4)

with boundary conditions at

x = 0, F(o,t) = -R --

OX

x =+-T(t) =T 0for all t >0

t = 0 T(x) = T foi all x z 00

a ' - . -- - - - - - -
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where

a is the thermal diffusivity;

K is the thermal conductivity;

F(o,t) is the heat flux at the propellant surface.

In this analysis, it was assumed that the thermophysical properties

were constant. However, a correction was made in calculations to compen.-

sate for changes in the properties as the temperature was elevated. This

correction, which is based upon work of Keller [25], will be discussed later.

The solution of Equation (C-4) at x equals zero is that
St

r a~ T a
F(t) r dA (C-5)

(Or t (t - A)d

Here, f is the gage thermal responsivity, defined as c, and

A is a dummy vaLiable.

If the heat fluxes to be determined approximate a constant value, it

is convenient to modify Equation (C-5) to give the result that

/ P Ts(t) 1 Ts (t) -t T (A)
F(t) - 2 + t- /2 HA (C-6)

The mathematical development of Equation (C-6) from (C-4) may be seen in

Reference 7.

At time zero, the surface temperature cnange, Ts, is also zero. The

42terms containing C and (t - A) in the denominator are of an indetermin-

ate form. If L'Hospital's rule is amplied, the terms approach a limit of

zero as time approaches zero from the right. For values of A equal to time,

t, the term in the integral becomes undefined. This difficulty is overcome

by allowing the upper limit to be some value slightly larger than X.

i4
I .

I.. .- -. -- ~. -- -.-.. . . . . . . . . . . .-
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By use of the gage-surface-temperature histories and thermal respon-

sivity, Equation (C-6) may be used to calculate instantaneous heat fluxes

from the hot gas to the gage. Heat-transfer coefficients, h, may then be

calculated fzom the heat tlux, F(t) by:

h F(t)/(TG - T ) (C-9)

where T is the instantaneous value. Incremental value of T (t) and of ts s

were introduced into Equation (C-6) and F(t) was obtained by numerical in-

tegrations. Heat-transfer coefficients were calculated by this method for

approximaEely ten increments until about the ignition timie of FM propel-

lant for the specific conditions. Figure 40 is a flow chart of the heat

transfer calculation, showing the numerical method used in the solution

of equation (C-6). Table XVlcontains a listing of the computer program

az.d an explanation of the variables used.

For the case where the gage-thermophysical properties are not con-

stant, but temperature dependent, a correction term must be added. Keller

[25] showed that a correction could be made to the surface-temperature

values to compensate for changes in the gage properties. For the pyrex

gage, the corrected temperature is:

Tsc = Ts + 4.59 x 10-4 (T s  (C-7)

and for the alumina gage:

T = T -4.10 x i0 - (T S) (C-8)

where

T is the gage-surface temperature,s

change from T, the initial-uniform temperature. 0C
OOC

T is the corrected temperature change. C
sc
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APPENDIX D

HEAT-TRANSFER STUDY WITH THE INFRARED-DETECTION SYSTEM

The infrared-detection system was used for monitoring surface tempera-

tures of a simulated propellant subjected to rapid heating. Figure 6 is a

schematic di.gram of the test cenfiguration. The simulated propellant, GAR,

consistee of 45 per cent PBAA and 55 per cent fine glass beads by weight

and had thermophysical properties approaching those of the FM propellant.

A. CALIBRATION OF THE INFRARED DETECTION SYSTEM

Calibration tests of the inirared detection system were made using

an electrically heated copperdisc. Figure 36 is a seutional view of this

disc, and the sample holder mounting. The disc was coated with colloidal

graphite (thermogage) having an emissivity of 0.89. The copper disc was

welded to the heating element from a Weller Model D-550 soldering gun.

Heavy copper leads connected the heating element to two 6-volt automotive

batteries which were coupled in parallel. The copper disc was mounted in

a sample holder and placed in the test section in the normal propellant

sample position. The disc temperature was monitored by a copper-constantan

thermocouple which was welded onto the disc, and the thermocouple output was

displayed on an oscilloscope screen. The output from the :nfrared detector

-ts also displayed on the screen. Figure 37 is a phrtogra h oi typical os-

zilloscope trace showing :he infrared detector and thermocouple responises.

Tests made at various heating rates confir.:ed a calculation which showed
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Time scale: 1.0 sec/div (left to right)
Det. tor sens: -500 mv/div
Thermocouple secs: +5 mv/div

FIGURE 37: TYPICAL OSCILLOSCOPE RFCOR; OF INFRARED DETECTJR

CALIBRATION TEST.

The upper trace is the output from the infrared detector focus-
Ing on the graphite coated copper disc. The lower trace is
from the output from the thermocouple in the copper disc.
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that temperature gradients in the copper disc are negligible, and, thus,

the thermocouple indication corresponds to the surface temperature seen

by the infrared detector. Figure 38 is a plot of the surface temperature,

in degrees centigrade, T , versus the infrared detector output in milli-

volts.

In a test when hot gases were in the test section, the infrared sen-

sor respondcd to radiation from hot dust particles and to emission result-

ing from heating of the Irtran window. The magnitude of these background

emissions were measured by simulating an ignition test with a sample

holder filled with polished brass in place of the propellant. During

such a test, the brass surface temperature remained too low to produce

significant radiant energy. Several tests were made for each separate set

of conditions of pressure, temperature, and flov-concrol-orifice size.
V¢

Normally, the background radiation seen by the detector rose rapidly as

hot gas entered the test section, but then increased slowly during the

test as the window temperature increased.

Efforts to reduce the effect of the background radiation by use of

filters to eliminate the short wavelength radiation from the hotter

particles Ln the gas phase were not suczessful. A filter (Series Number

240, manufactured by Eastman Kodak Company) which essentially eliminated

radiation of wavelength shorter than four microns was found to reduce the

LelativP importance of the background radiation; however, the total detec-

tor output was so greatly reduced that problems with noise and drift

nullified any bennefits gained by use of the filter, and use of the filter

was discontinued.
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The significance of reflection cf radiation from the brass was

checked by coating the surface with colloidal graphite and making addi-

tional tests. For several runs, che coated-brass-emittance values were

slightly less than those obtained with polished brass (see Figure 39).

It was concluded that the contribution to radiation seen by the detector

from the polished brass, normally, could be neglected; although, some re-

flected radiation from the gas phase reached the detector from the polished

surface.

B. HEAT-TRANSFER MEASUREMENT TESTS

Simulated ignition tests were made using GAR s'mples. The detector-

output histories were recorded. Incremental values were taken from the

oscilloscope traces and background effects for identical times were sub-

tracted from the values. The values were then converted to surface tem-

peratures by taking readings directly from the calibration curve (Figure 38).

At times comparable to FM-propellant-ignition times and for the maxi-

mum gas temperature employed, the background contribution was about 25

per cent of the total detector output in these GAP tests. However, for

early test times where the surface temperature was below 100*C, the back-

ground was about 75 per cent of the total emission, making meaningful data

reduction quite difficult for these values.

C. THERMAL RESPONSIVITY MEASUREMENTS OF SIMULATED PROPELLANT

In order to calculate heat-transfer coefficients from the GAR tem-

perature histories, it was necessary to know the thermal responsivity, r,

of this material. Tests were conducted in which two semi-infinite bodies

t
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of different temperatures, one of GAR and ti,. other of FM propellant, were

joined and their interface temperature was monitored. The interfacial

temperature becomes constant for a period, and the change in surface tem-

perature of each solid may be used to determine the thermal responsivity

ratio of the solids. This technique, for solids, is described by McCune

37] and Hsu [22]. The responsivity ratio is

GAR T i T FM= -(D-1)
rFM TGAR Ti

where, F GAR is the thermal responsivity of GAR;

rFM is the thermal responsivity of FM propellant and is equal

to 0.0212 cal/(cm)2 (sec) 2(OK);

Ti is the temperature of the interface;

TFM is the initial uniform temperature of the FM propellant; and

T GAR is the initial uniform temperature of GAR.

Tests were conducted with the FM side at the higher temperature and

then with the GAR side at the higher temperature. A 0.005-inch diameter

thermocouple measured the Interfacial temperature. Measured values of the

thermal responsivity for the GAR varied from 0.0295 to 0.0340. The average

value for eight tests was 0.0315. These data are summarized in Tables XV.

D. CALCULATION OF THE HEAT-TRANSFER COEFFICIENTS

Heat-transfer c.#.Jfficients were calculated from the solution of the

one-dimensional, semi-infinite heat-conduction equation for heating of a

semi-infinite body, Here
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iiT T
STG T ,by definition; and (D-2)

N
2

8=i-e erfc(N); when (D-3)

N - h t i /r (D-4)

Thus,

h - Nrlt ". (D-.5)

Here,

ti is the propellant-ignition time, and

T is the GLR-surface temperature at the propellant-ignition time, t

Since the thermal responsivity of GAR was greaLer than that of tb'

propellant, Equation (D-3> predicts higher surface temperatures for the

UA propellant than for the GAR material. At some time, t , when the sur-

face temperature of GAR has reached a value equal to the propellant-linear-
L

ignition temperature, Tsi , the values in Equation (D-2) are identical.

SGA R - p (D-6)

and, therefore,

NGAR - N P (D-7)

From Equation (D-7), if the heat-transfer coefficients for the GAR

and UA ignition tests are considered equal, the time, when the GAR surface

L
temperature was equal to T , was

te - 1ti 2 (D-8)

In using extrapolated surface temperatures of GAR at time t and nubstitu-
e

ring te ipto Equations (D-2), (D-3), and ID-5), heat-trarsfer coefficients

* e
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were calculated for conditions where the GAR-surface temperature was equal

to the calculated-propellar.t-linear-ignition temperature.

A
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TABLE I

COMPOSITION OF PRGPELLANTS AND POLMERIC "UEL BINDERS

Weight Percent of Ingredients Ammonium
Fuel Binder Copper Perchlorate

Propellant Chromite Particle
or Polymer PBAA "Estane Catalyst Philblack Anonium Size,micron
Code Name (a) (b) (c) (d) Perchlorate (e)

AR 25.00 2.00 3.00 70.00 15

FM 18.00 --- 2.00 40.00 15
40.00 200

G 18.00 ---- 41.00 15
41.00 200

UA 23.00 --- 2.00 75.00 15

A05 92.23 --- 2.91 2.43 15

2.43 200

PC 97.09 --- 2.91 ---

PCC 87.38 --- 9.71 2.91 ----

PUC --- 96.97 ---- 3.03 ----

PUG --- 61.34 1.92 36.74(f) 38

GAR 43.91 --- 1.32 54.77(f) 38

(a) The fuel binder used in these propellants consisted of 85.0 per cent
of a liquic polybutadiene-acrylic-acid copolymer cured with 15.0
per cent Epon 828.

(b) The fuel binder used in these cases consisted of 92.85 per cent of
Estane and 7.15 per cent of a special curative.

(c) Copper Chromite Catalyst CU-0202 P obtained from larshaw Chemical
Company and contains approximately 82 per cent CLO and 17 per cent
Cr203. The weight-average particle-diameter of the copper chro-
mite is 3.7 microns.

(d) A rubber-reinforcing carbon black obtained from Phillips Petroleum
Company. Philblack E has a surface area of 142 square meters per
gram.

(e) Ammonium perchlorate of the designated-particle size means that 50
weight per cent of the particles have diametcrs less thir, the value
indicated. A screen apalysis was used to determine particle diameter

(continued)



117

TABLE I

COMPOSITION OF PROPElLANTS AND POLMERIC "UEL 3INDERS

Weight Percent of Ingredients Ammonium
Fuel Binder Copper Perchlorate

Propellant Chromite Particle
or Polymer PBAA -Estane Catalyst Philblack Anonium Size,micron
Code Name (a) (b) (c) (d) Perchlorate (e)

AR 25.00 --- 2.00 3.00 70.00 15

FM 18.00 --- 2.00 40.00 15
40.00 200

G 18.00 ---- 41.00 15
41.00 200

UA 23.00 --- 2.00 75.00 15

A05 92.23 --- 2.91 2.43 15
2.43 200

PC 97.09 --- ---- 2.91 ---

PCC 87.38 --- 9.71 2.91

PUC --- 96.97 ---- 3.03 ---

PUG --- 61.34 ..... 1.92 36.74(f) 38

GAR 43.91 --- --- 1.32 54.77(f) 38

(a) The fuel binder used in these propellants consisted of 85.0 per cent
of a liquia polybutadiene-acrylic-acid copolymer cured with 15.0
per cent Epon 828.

(b) The fuel binder used in these cases consisted of 92.85 per cent of
Estane and 7.15 per cent of a special curative.

(c) Copper Chromite Catalyst CU-0202 P obtained from Harshaw Chemical
Company and contains approximately 82 per cent CtO and 17 per cent
Cr203. The weight-average particle-diameter of the copper chro-
mite is 3.7 microns.

(d) A rubber-reinforcing carbon black obtained from Phillips Petroleum
Company. Philblack E has a surface area of 142 square meters per
gram.

(e) Ammonium perchlorate of the designated-particle size means that 50
weight per cent of the particles have diameters less thn. the value
indicated. A screen analysis was used to determine particle diameter

(continued)
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Table I (continued)

for particle sizes greater than 35 microns. For particles less thav 15
microns in diameter, particle sizes were determined microscopically by
first dispersing ammonium perchlorate in dry carbon tetrachloride with
the aid of a wetting agent and thet. measuring diameters of 200 to 300
particles. All the AP was supplied by American Potash and Chemical
Corporation.

(f) Fine glass beads replaced the ammonium perchlorate.
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TABLE iV

SUMMARY OF FM PROPELLANT IGNITION TESTS IN NITROGEN

Furna,.e Conditions Ignition Time Mean Surface Heat Flux

Flow Initial Average
Control Temp. Press Press ti  t l(2)
Orifice 0C atm atm sec sec2 caI/(cm) 2(sec)

12 1307. 2.9 2.4 0.102 0.319 16.662 17.813

12 1303. 2.9 2,4 0.081 0.285 16.924 18.144

12 1312. 2.9 2.4 0.082 0.286 17.048 18.252

12 1309. 2.9 2.4 0.091 0.302 16.859 18.037

12 1306. 2.9 2.4 0.136 0.368 16.232 17.278

12 1301. 2.9 2.4 0.084 0.290 16.915 18.057

10 1311. 2.9 2.6 0.111 0.333 15.223 ---

10 1307. 2.9 2.6 0.106 0.326 15.237 ---

8 1307. 2.9 2.7 0.150 0.387 11.966 ---

8 1305. 2.9 2.7 0.212 0.461 11.597 ---

8 1303. 2.9 2.7 0.158 0.398 11.877 ---

3 1305. 2.9 2.8 0.250 0.500 9.649 ---

3 1305. 2.9 2.8 0.260 0.5]0 9.617 ---

2 1301. 2.9 2.8 0.535 0.731 7.400 8.222

2 1301. 2.9 2.8 0.608 0.780 7.298 8.097

6 1301. 2.9 2.9 1.078 1.038 5.544 ---

6 1306. 2.9 2.9 1.096 1.047 5.556 ---

1 1301. 2.9 2.9 4.400 2.098 2.862 2.435

1 1302. 2.9 2.9 4.000 2.)00 2.892 2.457

12 1307. 7.7 5.9 0.028 0.167 32.656 36.027

12 1300. 7.7 5.9 0.033 0.182 31.965 35.199

10 1310. 7.7 6.1 0.034 0.186 29.120

10 1308. 7.7 6.1 0.037 0.192 28.884 ---

8 1306. 7.7 7.2 0.050 0.224 22.793 ---

8 1310. 7.7 7.2 0.049 0.221 22.903 ---

8 1328. 7.7 7.3 0.044 0.210 23.482 ---

3 1309. 7.7 7.4 0.091 0.302 18.355 ---

3 1308. 7.7 7.4 0.064 0.253 18.923 ---

(continued)
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FABLE IV (continued)

Furnace Conditions Ignition Time Mean Surface He~t Flux

Flow Initial Average
Control Te.P, Press Press ti ti1 ' s(1) Fs(2)
Orifice 'C atm atm Sec sec 2 caIL.c;m)2 (sec)

3 1308. 7.7 7.4 0.090 0.3Y. 18.361 ---
2 1311. 7.7 7.5 0.155 0.394 14.385 15.890

2 1311. 7.7 7.5 0.163 0.404 14.309 15.798

6 1307. 7.7 7.5 0.327 0.572 10.684 ---
6 1308. 7.7 7.5 0.300 0.548 10.789 ---

1 1308. 7.7 7.6 1.704 1.305 5.363 4.636

1 1307. 7.7 7.6 1.434 1.197 5.469 4.714
12 1004. 2.9 2.5 3,255 0.505 11.597 10.591

12 1004. 2.9 2.5 0.221 0.470 11.818 10,773

10 1004. 2.9 2.6 0.260 0.510 10.655 ---
10 1002. 2.9 2.6 0.309 0.556 10.396 ---
8 1002. 2.9 2.7 0.542 0.736 7.990 ---

8 1002. 2.9 2.7 0.520 0.721 8.035 ---3 996. 2.9 2.8 075 .89 642 ---

3 994. 2.9 2.8 0.8Y2 0.934 6.402 ---

2 1002. 2.9 2.8 1.140 1.068 5.230 5.419
2 1006. 2.9 2.8 1.360 1.166 5.129 5.310
6 1008. 2.9 2.9 2.275 1.508 3.928 ---

6 1007. 2.9 2.9 2.420 1.556 3.891 ---

1 997. 2.9 2.8 9.320 3.053 1.988 1.480
12 974. 7.7 6.6 0.074 0.272 21.667 19.673
.12 974. 7.7 6.6 0.102 0.319 20.645 18.837
12 957. 7.7 6.6 0.1OL 0.319 20.282 18.500

8 970. 7.7 7.3 0.189 0.435 14.484 ---

8 973. 7.7 7.3 0.211 0.459 14.282

(continued)
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TABLE IV (continued)

Furnace Conditions Ilnition Time Mean Surface Heat Flux

Flow Initial Average
Control Temp. Press Press ti t 2 Fs(l) Fs(2)
Orifice °C atm atm sec sec cal/(cm)2(secL

2 982. 7.7 7.5 0.530 0.728 9.204 8.214

2 982. 7.7 7.5 0.480 0.693 9.350 8.328

1 984. 7.7 7.6 3.470 1.863 3.650 2.745

1 985. 7.7 7.6 3.740 1.934 3.609 2.767

12 761. 2.9 2.4 0.984 0.992 6.851 6.156

12 760. 2.9 2.4 1.030 1.015 6,773 6.093

8 762. 2.9 2.7 1,750 1.323 4.923 ---

8 762. 2.9 2.7 1.860 1.364 4.860 ---

2 763. 2.9 2.8 3.950 1.987 3.214 2.872

2 761. 2.9 2.8 4.950 2.225 3.056 2.746

2 761. 2.9 2.8 3.720 1.929 3.245 2.895

6 761. 2.9 2.8 11.600 3.406 2.152 1.988

6 762. 2.9 2.8 9.640 3.105 2.249 2.070

12 761. 7.7 6.5 0.304 0.551 12.975 1i.630

12 762. 7,7 6.5 0.325 0.570 12.803 11.486

8 764. 7.7 7.2 0.600 0.775 9.122 ---

8 764. 7.7 7.2 0.650 0.806 8.954 ---

2 764. 7.7 7.5 1.460 1.208 5.870 4.800

2 763. 7.7 7.5 1.5C0 1.225 5.825 4.770

2 763. 7.7 7.5 1.880 1.371 5.518 4.569

1 764. 7.7 7.5 27.750 5.268 1.717 1.186

1 766. 7.7 7.5 22.250 4.717 1.840

(1) These mean-surface-heat fluxes were calculated using heat-transfer re-
sults from the alumina gage heat-flux study.

(2) These mean-surface-heat fluxes were, calculated using heat-transfer
results from the GAR-infrared deteotor heat-flux study.

.[5
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TABLE V

SUMMARY OF G PROPELLANT IGNITION TESTS IN NITROGEN

Furnace Conditions Ignition Time Mean Surface Heat Flux

Flow Initial Average
Control Temp. Press Press ti  t.  F( T(2)
Orifice 0C atm atm sec sec 2 cal/(cm) 2 (sec)

12 1330. 2.9 2.5 0.142 0.377 16.347 17.391

12 1330. 2.9 2.5 0.150 0.388 16.249 17.280

8 1329. 2.9 2.7 u.262 0,!2 11.477 ---

8 1327. 2.9 2.7 0.259 0.509 i1.473

8 1328. 2.9 2.7 0.317 0.563 11.234 ---

2 1330. 2.9 2.8 0.620 0.787 7.413 8.210

2 1330. 2.9 2.8 0.620 0.787 7.413 8.20

1 1333. 2.9 2.8 7.180 2.680 2.740 2.364

1 1331. 2.9 2.8 6.250 2.500 2.785 2.396

12 1329. 7.7 6.5 0.036 0.191 31.962 35.346

12 1329. 7.7 6.5 0.041 0.202 31.555 34.847

8 1327. 7.7 7.3 0.062 0.248 22.647 ---

8 1328. 7.7 7.3 0.076 0.276 22.178 ---

2 1329. 7.7 7.5 0.151 0.389 14.553 16.057

2 1332. 7.7 7.5 0.190 0.436 14.241 15.674

2 1332. 7.7 7.5 0.133 C.365 14.761 16.308

1 1332. 7.7 7.6 1.160 1.077 5.672 4.876

1 1330. 7.7 7.6 1.300 1.140 5.594 4,817

12 1001. 2.9 2.4 0.470 0.686 10.398 9.612

12 1000. 2.9 2.4 0.420 0.648 10.589 9.772

8 999. 2.9 2.7 0.770 0.877 7.476 ---

8 1004. 2.9 2.7 0.718 0.847 7.597 ---

2 1003. 2.9 2.8 1.880 1.371 4.817 4.991

2 1003. 2.9 2.8 1.770 1.330 4.863 5.041

1 1001. 2.9 2.9 13.500 3.674 1.883 1.416

1 1001. 2.9 2.9 11.400 3.376 1.936 1.445

(continued)
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TABLF V (continued)

Furnace Conditions Ignition Time Mean Surface Heat Flux

Flow Initial Average
Control Temp. Press Press ti  ti 2 s(l) Fs(2)
Orifice 0C atm atm sec sec cal/(cm) 2(sec)

12 1007. 7.7 6.5 0.097 0.312 21.204 19.459

12 1008. 7.7 6.5 0.085 0.292 21.679 19.856

8 1006. 7.7 7.3 0.190 0.436 14.872 ---

8 1005. 7.7 7.3 0.200 0.447 14.737 ---

2 1006. 7.7 7.5 0.520 0.721 9.377 8.373

2 1004. 7.7 7.5 0.561 0.749 9.241 8.264

1 1004. 7.7 7.6 4.400 2.098 3.531 2.720

1 1004. 7.7 7.6 4.500 2.121 3.516 2.712

12 760. 2.9 2.4 1.700 1.304 5.8 * 5.400

12 759. 2.9 2.4 1.480 1.217 6.102 5.568

8 764. 2.9 2.5 4.700 2.168 3.738 ---

8 764. 2.9 2.5 2,550 1.597 4.377

8 764. 2.9 2.5 2.200 1.483 4.527 ---

8 764. 2.9 2.6 2.850 1.688 4.317 ---

8 764. 2.9 2.6 2.700 1.643 4.375 ---

2 761. 2.9 2.7 5.600 2.366 2.909 2.659

2 761. 2.9 2.7 7.240 2.691 2.725 2.506

2 761. 2.9 2.7 6.280 2.506 2.820 2.536

6 761. 2.9 2.7 12.600 3.550 2.070 1.927

6 761. 2.9 2.7 13.400 3.661 2.038 1.900

12 760. 7.7 6.5 0.700 0.837 10.182 9.410

]2 760. 7.7 6.5 0.780 0.883 9.857 9.137

8 760. 7.7 7.2 0.980 0.990 7.908 ---

8 759. 7.7 7.2 0.990 0.995 7.876 ---

2 759. 7.7 7.4 2,390 1.546 5.058 4.270

2 760. 7.7 7.4 2.900 1.703 4.803 4.093

1 760. 7.7 7.2 39.500 6.285 1.492 ---

(continued)
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TABLE V (continued)

(1) These mean-surface-heat fluxes were calculated us.ng heat-transfer
results from the alumina gage heat-flux study.

(2) These mean-surface-heat fluxes were calculated using heat-transfer
results from the GAR-infrared detector heat-flux study.

1@0
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TABLE VI

SUMMARY OF UA PROPELLANT IGNITION TESTS IN NITROGEN

Furnace Conditions Ignition Time Mean Surface Heat Flux

Flow Initial Average
Control Temp. Press Press t; ti P5(l) F5(2)
Orifice °C atm atm sec sec2 cal/(cm)2 (sec)

12 1302. 2.9 2.7 0.098 0.313 17.566 17.662

10 1304. 2.9 2.8 0.116 0.341 15.609 ---

10 1305. 2.9 2.8 0.)23 0.35] 15.609 ---

8 1305. 2.9 2.9 0.230 0.480 11.639

8 1305. 2.9 2.9 0.175 0.418 11.947

3 1305. 2.9 2.9 0.260 0.510 9.664 ---

3 1304. 2.9 2.9 0.215 0.464 9.792

2 1302. 2.9 2.9 0.440 0.663 7.544 8.327

2 1301. 2,9 2.9 0.360 0.600 7.681 8.495

6 1302. 2.9 2.7 0.900 0.949 5.628 ---

6 1304. 2.9 2.7 0.950 0.975 5.603 ---

1302. 2.9 2.7 0.680 0.825 5.774 ---

' 1304. 2.9 2.9 3.825 1.956 2.893 2.452

1 1311. 2.9 2.9 2.980 1.726 2.980 2.516

12 1308. 7.7 6.5 0.035 0.187 31.486 34.830

12 1303. 7.7 6.5 0.035 0.187 31.366 34.695

10 1306. 7.7 6.8 0.042 0.205 28.320 ---

10 1305. 7.7 6.8 0.049 0.222 27.795 ---

8 1303. 7.7 7.3 0.078 0.279 21.672 ---

8 1301. 7.7 7.3 0.074 0.272 21.751 ---

8 1302. 7.7 7.2 0.060 0.245 22.110 ---

3 1301. 7.7 7.5 0.069 0.263 18.557 ---

3 1303. 7.7 7.5 0.074 0.272 18.470 ---

2 1301. 7.7 7.5 0.165 0.406 14.059 15.506

2 1302. 7.7 7.5 0.155 0.394 14.160 15.629

E 1304. 7.7 7.6 0.229 0.479 10.944 ---

6 1302. 7.7 7.6 0.310 0.557 10.598 ---

(continued)

4
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TABLE VI (continued)

Furnace Conditions Ignition Time Mean Surface HeatFlux

Flow Initial Average
Control Temp Press Press ti ti s() Fs(2)
Orifice 0C a bi atm sec sec 2 _ al/(cm)2 (sec)

1 1302. 7.7 7.6 0.960 0.980 5.635 4.832

1 1302. 7.7 7.6 1.150 1.072 5.530 4.756

12 1013. 2.9 2.5 0.278 0.527 11.414 10.458

12 1015. 2.9 2.5 0.264 0.514 11.516 10.545

8 1016. 2.9 2.7 0.455 0.675 8.191 ---

8 1010. 2.9 2.7 0,480 0.693 8.084 ---

8 1001. 2.9 2.7 0.510 0.714 7.960 --

8 1002. 2.9 2.7 0.480 0.693 8.034 ---

2 1010. 2.9 2.8 1.110 1.054 5.234 5.419

2 1014. 2.9 2.8 1.140 1.068 5.236 5.421

1 1017. 2.9 2.8 8.700 2.950 2.027 1.507

1 1017. 2.9 2.8 10.500 3.240 1.971 1.477

12 996, 7.7 6.5 0.098 0.313 20.875 19.142

12 1001. 7.7 6.5 0.087 0.295 21.380 19.571

8 1001. 7.7 7.3 0.177 0.421 14.893 ---

8 994. 7.7 7.3 0.170 0.412 14.886 ---

2 988. 7.7 7.5 0.430 0.656 9.446 8.406

2 1000. 7.7 7.5 0.530 0.728 9.246 8.264

1 1001. 7.7 7.6 3,400 1.844 3,668 2.794

1 1001. 7.7 7.6 3.600 1.897 3.632 2.774

12 761. 2.9 2.4 1.090 1.044 6.580 5.927

12 761, 2.9 2.4 1.050 1.025 6.644 5.973

8 760. 2.9 2.7 1.850 1.360 4.764 ---

8 760. 2.9 2.7 1.750 1.323 4.821

2 760. 2.9 2.8 4.600 2.145 3.037 2.735

2 760. 2.9 2.8 4.320 2.078 3.079 2.769

6 764. 2.9 2.8 7.280 2.698 2.366 2.157

(continued)
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TABLE VI (continued)

Furnace Conditions Ignition Time Mean Surface HeatFlux

Control Temp. Press Press ti ti PS(1) Ps(2)
Orifice °C atm atm sec sec cal/(cm)2(sec)

1 764. 2.9 2.7 47.500 2.892 1.066 ---

12 757. 7.7 6.5 0.340 0.583 12.270 11.091

12 758. 7.7 6.5 0.420 0.648 11.644 10.589

12 758. 7.7 6.5 0.395 0.628 11.831 10.740

8 760. 7.7 7.2 0.710 0.843 8.529

8 760. 7.7 7.2 0.765 0.875 8.372 ---

3 761, 7.7 7.4 1.000 1.000 7.083 ---

3 760. 7.7 7.4 1.210 1.100 6.745

3 760. 7.7 7.4 1.020 1.010 7.039 ---

6 759. 7.7 7.5 3.750 1.936 3.920 ---

6 760. 7.7 7.5 3.450 1.857 4.012 ---

1 758. 7.7 7.5 20.750 4.555 1.819 1.224

(1) These mean-surface-heat fluxes were calculated using heat-transfer
results from the alumina gage heat-flux study.

(2) These mean-surface-heat fluxes were calculated using heat-transfer
results from the GAR-infrared detector heat-flux study.

!M
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TABLE VII

SUMMARY OF FM PROPELLANT ITNITION DATA IN HELIUM

Furnace Conditions Ignition Time Mean Surface Heat Flux

Flow Initial Average
Control Temp. Press Press ti ti 2F
Orifice °C atm atm sec sec cal/(cm)2(sec)

12 992. 2.9 2.8 0.082 0.286 25.187

12 979. 2.9 2.8 0.090 0.300 24.375

8 980. 2.9 2.8 0.174 0.417 18.218

8 982. 2.9 2.8 0.170 0.412 !8.340

8 982. 2.9 2,8 0.!25 0.354 19.352

2 986. 2.9 2.8 0.500 0.707 10.808

2 986. 2.9 2.8 0.588 0.767 10.479

2 986. 2.9 2.8 0.410 0.640 11.200

6 992. 2.9 2.8 0.796 0.892 7.899

6 992. 2.9 2.8 0.800 0.894 7.893

1 989. 2.9 2.8 6.620 2.573 3.222

12 987. 7.7 7.5 0.030 0.175 46.201

12 992. 7.7 7.5 0.021 0.145 49.799

12 992. 7.7 7.5 0.019 0.130 50.653

12 991. 7.7 7.5 0.030 0.173 46.816

12 987. 7.7 7,5 0.035 0.187 45.477

8 992. 7.7 7.6 0.036 0.191 36.473

8 991. 7.7 7.6 0.041 0.202 35.716

2 992. 7.7 7.6 0.098 0.313 23.305

2 992. 7.7 7.6 0.092 0.303 23.562

1 992. 7.7 7.6 1.160 1.077 7.466

1 992. 7.7 7.6 1.140 1..068 7.491

12 758. 2.9 2.6 0.650 0.806 11.364

12 759. 2.9 2.8 0.560 0.748 11.914

12 769. 2.9 2.8 0.520 0.721 12.363

12 765. 2.9 2.8 0.540 0.735 12.153
(continued)
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TABLE VII (continued)

Furnace Conditions Ignition Time Mean Surface Heat Flux

Flow Initial Average
Control Temp. Press Press ti  ti F
Orifice °C atm atm sec sec 2 cal/(cm)2 (sec)

8 760. 2.9 2.6 0.748 0.865 9.650

8 759. 2.9 -.8 0.864 0.930 9.248

8 759. 2.9 2.8 0.800 0.894 9.455

2 760. 2.9 2.8 2.300 1.517 5.548

2 761. 2.9 2.8 2.970 1.723 5.157

6 761. 2.9 2.9 3.500 1.871 4.151

12 756. 7.7 7.4 0.085 0.292 i".231

8 758. J.7 7.6 0.180 0.424 19.334

2 756. 7.7 7.6 0.400 0.632 12.405

1 752. 7.7 7.6 3.150 1.775 4.595

1 754. 7.7 7.6 3.150 1.775 4.609

!S

-
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TABLE VIII

SUMMARY OF G PROPELLANT IGNITION DATA IN HELIUM

Furnace Conditions Ignition Time Mean SurfaceHeatFlux

Flow Initial Average
Cuntrol Temp. Press Press ti  ti 1,
Orifice °C atm atm sec sec 2 cal/(cm) 2 (sec)

12 991. 2.9 2.8 0.230 0.480 20.018

8 990. 2.9 2.8 0.370 0.608 15.498

2 989. 2.9 2.8 0.900 0.949 9.434

1 986. 2.9 2.8 5.200 2.280 3.318

12 995. 7.7 7.5 0.052 0.228 41.359

8 988. 7.7 7.6 0.075 0.274 31.277

2 992. 7.7 7.6 0.140 0.374 21.554

1 992. 7.7 7.6 1.320 1.149 7.205
12 764. 2.9 2.8 0.830 0.911 10.398

12 764. 2.9 2.8 0.764 0.874 10.687

12 758. 2.9 2.8 1.010 1.005 9.643

12 760. 2.9 2.8 .776 .881 10.571

8 761. 2.9 2.8 1.334 1.155 7.975

8 761. 2.9 2.8 1.284 1.133 8.074

2 759. 2.9 2.8 4.610 2.147 4.391

2 758. 2.9 2.8 3.800 1.949 4.672

6 757. 2.9 2.9 6.550 2.559 3.404

12 753. 7.7 7.5 0.240 0.490 19.430

8 758. 7.7 7,6 0.375 0.612 15.215

8 758. 7.7 7.6 0.360 0.600 15.420

2 756. 7.7 7.6 0.900 0.949 9.621

1 755. 1.1 7.6 3.400 1.844 4.446

I
t
r
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TABLE IX

SUMMARY OF UA PROPELLANT IGNITION DAA IN HELIUM

Furnace Conditions Ignition Time Mean Surf a e Heat Flux

Flow Initial Average
Control Temp. Press Press ti  ti s
Orifice °C atm atm sec sec - cal/(CM;2Sec)

12 ,)2. 2.9 2.8 0.105 0.324 23.670

12 9'.2. 2.9 2.8 0.115 0.339 23.248

8 990. 2.9 2.8 0.170 0.412 18.217

8 990. 2.9 2.8 0.160 0.400 1E.427

2 991. 2.9 2.8 0.468 0.684 1031

2 991. 2.9 2.8 0.506 0.711 10.672

1 993. 2.9 2.8 5.120 2.263 3.347

1 992. 2.9 2.8 5.920 2.433 3.250

12 986. 7.7 7.5 0.027 0.166 46,299

12 987. 7.7 7.5 0.024 0.154 47.653

i2 986, 7.7 7.5 0.022 0.150 48.093

12 985. 7.7 7.5 0.023 0.152 47.842

8 987. 7.7 7.6 0.034 0.184 36.160

8 985. 7.7 7.6 0.051 0.226 33.533

8 981 7.7 7.6 0.034 0.185 35.865

2 987. 7.7 7.6 0.084 0.290 23.438

2 992. 7.7 7.6 0.082 0.286 23.676

1 985. 7.7 7.6 1.620 1.273 6.780

1 991. 7.7 7.6 .990 .995 2.561

1 988. 7.7 7.6 .884 .940 7.695

12 753. 2.9 2.8 0.540 0,735 11.629

12 755. 2.9 2.8 0.505 0.711 11.903

6 760. 2.9 2.8 3.190 1.786 4.151

6 755. 2.9 2.9 2.850 1.688 4.238

12 754. 7.7 7.5 0.243 0.493 19.182

12 754. 7.7 7.5 0.390 0.624 16.187

12 754. 7.7 7.5 0.220 0.469 19.843

2 758. 7.7 7.6 0.360 0.600 12.503

2 760. 7.7 7.6 0.385 0.620 12.321

1 760, 7.7 7.6 2.850 1.688 4.668

,!
emS
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-TABLE XII (continued)

(1) Mean surface heat transfer coefficients, h, were calculated using

the GAR surface temperature, Ts, measured at ignition time, ti,

and Equation 5. The thermal responsivity, f, of GAR is 0.0315.

(2) T* is equal to 1273'k divided by the gas temperature in degrees

Kelvin.
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TABLE XIII

SUMMARY OF 1.9 CM LONG PROPELLANT SAMPLE IGNITION TESTS IN NITROGEN

Furnace Conditions Position
Propellant Flow Gas initia- Fraction
Sample Control Temp Press of Sample

Code Name Orifice 0C atm Length

FM 2 1050. 2.9 1/4

FM 2 .1050. 2.9 1/6

FM 2 1050. 2.9 1/8

FM 2 1050. 2.9 1/10

FM 12 1013. 2.9 1/5

FM 12 1013. 2.9 1/5

FM 12 1013. 2.9 1/5

FM 12 750. 7.7 1/8

FM 2 1361. 2.9 1/8

FM 2 1361. 2.9 1/5

FM(l) 2 1305. 2.9 1/10

FM 2 1301. 2.9 1/10

SFM(2) 2 1298. 2.9 0-1/4

SFM I 1298. 2.9 0-1/3
SFM 2 1298. 2.9 0-1/2

FM 2 1298. 2.9 1/3

XF(3) 12 764. 7.7 1/2

XF 12 764. 7.7 1/8

XF 12 761. 7.7 1/2

XF 12 758. 7.7 1/5

(1) For this test and those reported below, the rectangular orifice

turbulence trip was removed.

(2) SFM is FM propellant roughened by 400 grain sandpaper.

(3) XF is similar to FM propellant but contains 10 per cent aluminum.

U
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TABLE XIV

POLYMERYC FUEL BINDER DECOMPOSITION STUDIES

Furnace Conditions Sample Surface
Polymer Flow Gas Initial Temp. at Plateau
Code Control Temp Press TS
Name Orifice 0C atm Cc

PC 12 1315. 2.9 515.

PC 12 1319. 2.9 512.

PC 12 13i5. 2.9 519.

PCC 12 1315. 2.9 540.

PCC 12 1313. 2.9 532.

PCC 12 1315. 2.9 542.

PCC 12 1317. 2.2 525.

PUC 12 1008. 2.9 423.

PUC 12 1008. 2.9 426.

PUC 12 1009. 2.9 423.

PUC 12 1011. 2.2 436.

PUC 12 1011. 2.2 427.

PUC 12 1014. 2 2 435.

PCC 12 1309. 2.2 542.

PCC 12 1.309. 2.2 540.

PCC 12 1309. 2.2 540.

PC 12 1311. 2.2 510.

PC 12 1310. 2.2 502.

PC 12 1308. 2.2 505.

A05 12 1310. 2.2 549.

A05 12 1310. 2.2 522.

A05 12 1306. 2.2 522.

A05 12 1307. 2.9 522.

A05 12 1307. 2.9 545.

A05 12 1308. 2.9 530.

(continued)

___________________
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TABLE X1V (continued)

Furnace Conditions Sample Surface
Polymer Flow Gas Initial Temp. at Plateau
Code Control Temp. Press Ts
Name Orifice °C atm 0C

PCC 2 1308. 2.9 533.

PUC 12 1311. 7.7 426.

PTJC 12 1311. 7.7 426.

PUC 2 1310. 2.9 430.

A05 2 1012. 2,9 475.

A05 12 1016. 2.9 476.*

A05 12 1016. 2.9 478.*

PUG 12 1006. 2.9 373.*

PUG 12 1006. 2.9 367.*

A05 12 1004. 2.9 510.

A05 12 1004. 2.9 506.
PFC** 12 1009. 2.9 499.*

PFC 12 1009. 2.9 500.

PFC 12 1007. 2.9 482.

The sample surface temperature was still rising at the end
of these tests.

PFC is made from a polyflurocarbon.
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TABLE XV

DATA FROM GAR THERMAL-RESPONSIVITY MEASUREMENTS (1)

Initial Interface Thermal
Tet[ierature Temperature Responsivity

GAR FM T,
cC cal/(cm)2 (sec)2(OK)

24.4 81.8 52.15 0.0304

25.2 81.0 47.20 0.0326

25.3 81.0 48.60 0.0295

81.0 25.2 57.20 0.0285

80.5 25.3 59.30 0.0340

80.5 25.3 58.85 0.0328

80.5 25.3 58.93 0.0331

(1) Thermal responsivity of FM ptopellant is 0.0212 (25).
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APPENDIX F

THE HEAT-TRANSFER COMPUTER PROGRAM

A. PROGRAM DESCRIPTION

The program is written in Fortran IV language and is designed

for use on a UNIVAC 1108 computer system.

The program calculates instantaneoq heat-transfer coefficients

from surface temperature-time data by an integration of Equation (C-6).

B. DEFINITION OF PROGRAM VARIABLE NAMES

F Instantaneous heat flux

HTC Instantaneous heat-transfer coefficient

HTCA Average heat-transfer coefficient

NUM Number of data points in set

ORI Orifice number

PRESS Gas pressure

RT Temperature in cm

SENS Temperature,°C, per cm

SPOG Thermal responsivity divided by two times the square

root of pi

TIME Time, sec, per cm

TG Gas temperature

X Time in cm

-fr

b
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APPENDIX F (continued)

TABLE XVI

LISTING O HEAT-TRANSFER PROGRAM

DIMENSION X(40), T(40), RT(40), sX(40), SG(40), F(40), V(40),

HTC(40), SUM(40)

66 FORMAT (3E15.5, 12, J2)

77 FORMAT (2E15.5)

88 FORMAT (5E20.5)

89 FORMAT (il0, 9HGAS TEMP-,E15.8,5X,6H PRESS=, E15.8, 5X, 7H ORIFICE,

13, 5X, 8HAVG HTC HTC-, E15.8)

99 READ 66, SPOG, TG, PRESS, NUM, ORI

READ 77, SENS, TIME

NU - NUM + 1

DO 21 J-2, NU

READ 77, (X(J)*SENS

RT (J)-RT (j)*SENS

X(J) - X(J) * TIME

SX(J) - SQRT(X(J))
21 T(J) - RT (J) - .000410*RT(J)*RT(J)

RT(1) - 0.

SX(1) - 0.

T(1) - 0.

X(1) -0.

SUM(2) - 0.

RNUM - NUM

DO 30 1 - 2, NU

PS5 - 0.0

PSI - 3.14159 * T(I)

PS2 - (T(1)*SX(I-I)-T(I-I)*SX(I))/SQRT(X(I)-X(I-I))IIF (J-i) 41, 41, 42
42 DO 31 N-2, J

S(continued)



APPENDIX F (continued)

PS3 =(T(I)* SX(N)-T(N)*SX(J))/((X(I)-X(N)*SQRT(X(I) -X (N)))

V(N) (PS3 + PS4)*O.5*(X(N) - X(N-1))

31 ?35 = PS5 + V(N)

41 GF(I) =(PS1+PS2+PS5)/SX(I)

F(I) GF(I)*SPOG

HTC(I) = F(I)/(TG-RT(I)-k9.)

30 SUM(I) =SUM(J)+HTC(I)

HTCA = SIUM(NU)/RNUM

PRINT 89, TG. PRESS, OR!, HTGA

PRINT 88, (X(K), RT(K), T(K), F(K), IITC(K), Y0=2, NU)

GO TO %~
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APPENDIX G

NOMENCLATURE

Symbol Definitions Units

B Product of frequency factor, z, and energy
released at the propellant surface
per unit area cal/(cm)2 (sec)

C Heat capacity cal/(g)( 0K)

D Hydraulic diameter of flow channel: four
times the cross-sectional area divided
by the wetted perimeter of the channel cm

E Activation energy for key ignition reaction cal/molea

F Heat flux cal/(cm)2 (s c)

F Surface heat flux cal/(cr) 2 (sec)

s

Mean surface heat flux cal/(cm)2 (sec)

F Total heat flux at the propellant surface cal/(cm)2 (sec)
t

G Mass flow rate of test gas through flow
channel gm/(cm)2(sec)

h Convective heat transfer coefficient cal/(cm)2 (sec)(OK)

Mean convective heat transfer coefficient cal/(cm)2 (sec)(OK)

Mean convective heat transfer coefficient

calculated at linear ignition tempera-
ture cal/ (cm)2 (sec) (0K)

k Thermal conductivity cal/(cm)(sec)(0 K)

Sh (t) 2

N P dimensionless

N Nusselt number (h D/k) dimensionless
u

P Prandtl number (co/k) dimensionlessr



! 151

I APPENDIX G (continued)

S~nnbol Definitions Units

Qs Energy released at the oropellant surface
by key ignition reaction cal/(cm)2(sec)

RGas constant {1.987) cal/(mole)(*K)

Re Reynolds number of fluid stream, based

on hydraulic diameter of test sec-
tion channel, (Dvp/l,) dimensionless

S Slope of line that represents ignition
data plotted in the form,.
log (F s) versus log (ti1) 2 ---

tTime sec

tI  Ignition time sec

t eTime when GAR surface temperature reaches pro-
epellant linear ignition temperature sec

T Temperature °C

T G  Gas temperature OC

T 0Initial temperature °C

T sSurface temperature OC

T Tsi Linear ignition temperature 0C

T* 1273'C divided by T" in degrees Kelvin dimensionless

v Linear velocity of ;as in test section cm/sec

x Distance into solid, measur'd from the

surface cm

aThermal diffusivity (CM)2/sec

r Thermal responsivity; the square root of
the product of thermal conductivity,
density, and heat capacity cal/(cm)2(sec)(°K)

O Density gm/(Cm) 3

Viscosity (gin)(cm)/sec
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served at the same mean-heat flux for radiative heating and for tests at lower gas tempera-
tures. In all cases, it was possible to represent the ignition data in terms of a ther"
mal ignition model which considers 4 single, exothermic, Arrhenius type surface reaction.
The indicated activation energy for ts is reaction is 25-30 kcal/gm mole under all condi-
tions; however, the pre-exponential factor is higher by a factor of five when the
higher temptrature convective heating gases were employed than under other conditions.
It is postulated that reactions in the thin high-temperature boundary layer yield addi-
tional energy or reactive Species which feed energy back to the surface. Since the
activatlon energy is unchalged, it is presumed that the decomposition reaction of the
ammonium perchlorate limits the initial reactive species. --
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